DIR-825B1 Firmware Release Note
Firmware: v2.10NA Build: 02
Hardware: B1

Date: 12, Mar, 2013

Firmware Version: ver2.10NAb02

Firmware Date: 12, Mar, 2013

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0239, Date: Thu, 13, Sep, 2012
Application: 2.0, Build: 2175, Date: Tue, 05, Mar, 2013

WLAN Version: ap94-7.3.0.429, Build: 0070, Date: Fri, 07, Sep, 2012
checksum: 0x07C32747

Problems Resolved:
1. Fixed that Rapid7 UPnP vulnerability

Firmware: v2.10NA Build: 01
Hardware: B1
Date: 05, Mar, 2013

Firmware Version: ver2.10NAbO1

Firmware Date: 05, Mar, 2013

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0239, Date: Thu, 13, Sep, 2012
Application: 2.0, Build: 2174, Date: Tue, 05, Mar, 2013

WLAN Version: ap94-7.3.0.429, Build: 0070, Date: Fri, 07, Sep, 2012
checksum: 0x07C16DEG6

Problems Resolved:

1. Remove upnp server version information.

Firmware: v2.09NA Build: 08beta01
Hardware: B1
Date: 22, Jan, 2013

Firmware Version: ver2.09NAbO8beta01l

Firmware Date: 22, Jan, 2013

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0239, Date: Thu, 13, Sep, 2012
Application: 2.0, Build: 2172, Date: Mon, 21, Jan, 2012

WLAN Version: ap94-7.3.0.429, Build: 0070, Date: Fri, 07, Sep, 2012
checksum: 0x07C1978B

Problems Resolved:
1. Fixed Tools -> Time -> Set the Date and Time Manually's year to 2037.

Firmware: v2.09NA Build: 08
Hardware: B1
Date: 10, Aug, 2012

Firmware Version: ver2.09NAb08

Firmware Date: 10, Aug, 2012

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0238, Date: Tue, 17, Jul, 2012
Application: 2.0, Build: 2162, Date: Fri, 10, Aug, 2012

WLAN Version: ap94-7.3.0.429, Build: 0069, Date: Mon, 05, Mar, 2012
checksum: 0x07C0A902



Problems Resolved:

1. Fixed TSD Bug#14778: Clicking "Don't Save Settings" button will clear check box in web ul.
IPV6-> IPV6 local connectivity settings page fail.

2. Fixed TSD Bug#14539: Admin and User password can use "Full-width", but user will not able
to login after new password is saved. ->Wizard page fail.

3. Fixed TSD Bug#14519: Routing rule can be saved if using one single digit as rule name.

4. Fixed TSD Bug#14776: Enable E-mail settings to "On Schedule" with schedule setting of
"Never". User still can click "Email Now" button in Log page and DUT will pop-up message to
inform that "Log has been sent...". But there's no log has been sent by e-mail.

Suggest to to grayed out "Email Now" button in this case.

Firmware: v2.09NA Build: 07
Hardware: B1
Date: 3, Aug, 2012

Firmware Version: ver2.09NAbO7

Firmware Date: 3, Aug, 2012

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0238, Date: Tue, 17, Jul, 2012
Application: 2.0, Build: 2161, Date: Thu, 14, Jun, 2012

WLAN Version: ap94-7.3.0.429, Build: 0069, Date: Mon, 05, Mar, 2012
checksum: OxO7BFE6AF

Problems Resolved:
1. Fixed TSD Bug#14778: Clicking "Don't Save Settings" button will clear check box in web ul.
IPV6-> IPV6 local connectivity settings fail.
2. Fixed TSD Bug#14539: Admin and User password can use "Full-width", but user will not able
to login after new password is saved.

Firmware: v2.09NA Build: 06
Hardware: B1
Date: 31, Jul, 2012

Firmware Version: ver2.09NAb06

Firmware Date: 31, Jul, 2012

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0238, Date: Tue, 17, Jul, 2012
Application: 2.0, Build: 2161, Date: Thu, 14, Jun, 2012

WLAN Version: ap94-7.3.0.429, Build: 0069, Date: Mon, 05, Mar, 2012
checksum: 0x07C02F70

Problems Resolved:
1. Fixed TSD Bug#14778: Clicking "Don't Save Settings" button will clear check box in web ul.
2. Fixed TSD Bug#14539: Admin and User password can use "Full-width", but user will not able
to login after new password is saved.

Firmware: v2.09NA Build: 05
Hardware: B1
Date: 07, June, 2012

Firmware Version: ver2.09NAb05

Firmware Date: 07, June, 2012

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0237, Date: Thu, 7, Jun, 2012
Application: 2.0, Build: 2160, Date: Thu, 24, May, 2012

WLAN Version: ap94-7.3.0.429, Build: 0069, Date: Mon, 05, Mar, 2012
checksum: 0x07C181C7

Problems Resolved:



1. Fixed igmp multicast snooping issue, DIR-825B1 belongs to “Acceptable case”

DIR-825B1 Firmware Release Note
Firmware: v2.09NA Build: 04
Hardware: B1

Date: 22, May, 2012

Firmware Version: ver2.09NAb04

Firmware Date: 22, May, 2012

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0235, Date: Fri, 4, May, 2012
Application: 2.0, Build: 2158, Date: Mon, 9, May, 2012

WLAN Version: ap94-7.3.0.429, Build: 0069, Date: Mon, 05, Mar, 2012
checksum: 0x07BFFF59

Problems Resolved:

1. Fixed Apple MAC book GetWanSetting "select Reconnect -> always on" Then QRS will be
error .

2. Unplugged WAN port cable then visit Internet Website, there has no “D-Link Router 404 error
page” could be displayed.

3. Fixed WCN function CAN NOT work.

4. Fixed LAN PC can't access internet with illegal rule.

5. Modify When we use “NetBIOS node type - Broadcast only”, Primary WINS IP Address and
Secondary WINS IP Address should be gray out

6. Fixed Error: Setting will be cleared by click “Don’t Save” button.

7. Fixed Ping dlinkrouter then shows Unknown Host.

DIR-825B1 Firmware Release Note
Firmware: v2.09NA Build: 03
Hardware: B1

Date: 12, Apr, 2012

Firmware Version: ver2.09NAb0O3

Firmware Date: 12, Apr, 2012

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0233, Date: Tue, 27, Mar, 2012
Application: 2.0, Build: 2156, Date: Thu, 12, Apr, 2012

WLAN Version: ap94-7.3.0.429, Build: 0069, Date: Mon, 05, Mar, 2012
checksum: 0x07C16800

Problems Resolved:
1.Fixed that SetWLanRadioSetting with MAC QRS v1.00v7 issue
2.Fixed that fail to upload configuration file

Firmware: v2.09NA Build: 01
Hardware: B1
Date: 14, Mar, 2012

Firmware: v2.09NA Build: 02
Hardware: B1
Date: 16, Mar, 2012

Firmware Version: ver2.09NAb02

Firmware Date: 16, Mar, 2012

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0232, Date: Tue, 21, Feb, 2012
Application: 2.0, Build: 2154, Date: Tue, 13, Mar, 2012



WLAN Version:; ap94-7.3.0.429, Build: 0069, Date: Mon, 05, Mar, 2012
checksum: 0x07C12D26

Problems Resolved:
1. Fixed WPA-PSK key cannot save.

Firmware: v2.09NA Build: 01
Hardware: B1
Date: 14, Mar, 2012

Firmware Version: ver2.09NAb01

Firmware Date: 14, Mar, 2012

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0232, Date: Tue, 21, Feb, 2012
Application: 2.0, Build: 2154, Date: Tue, 13, Mar, 2012

WLAN Version: ap94-7.3.0.429, Build: 0069, Date: Mon, 05, Mar, 2012
checksum: Ox07COC6E6

Problems Resolved:

1. Fixed DUT can't get IPv6 DNS server when user 2nd times “save settings” in 6in4 mode

2. Fixed DUT don't send DHCPV6 release message when reboot (or save settings) in 6in4 mode.
3. Fixed IPv6 PPPOE can't reconnect (disconnect -> connect) regardless “share mode” or “create
new session mode” when enable ULA.

Firmware: v2.08NA Build: 04
Hardware: B1
Date: 09, Mar, 2012

Firmware Version: ver2.08NAb04

Firmware Date: 09, Mar, 2012

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0232, Date: Tue, 21, Feb, 2012
Application: 2.0, Build: 2153, Date: Thu, 08, Mar, 2012

WLAN Version; ap94-7.3.0.429, Build: 0069, Date: Mon, 05, Mar, 2012
checksum: 0x07C0O6AB2

Problems Resolved:

1. Fixed DUT don't block IPv6 ULA packet to WAN

2. Fixed IPv6 Status don't show Default gateway

3. Fixed DUT sometimes don't send DHCPvV6 Solicit with IAPD option when enable DHCP-PD
4. Fixed DUT can't get IPv6 DNS server in 6in4 mode

5. Fixed DUT sometimes send DHCPv6 Solicit over ethernet (should be over PPPoE session)
when PPPoEV6 share with PPPoE

6. Fixed DUT send RS over ethernet firstly(should be over PPPoE session firstly) when IPv6
autodetect and IPv4 pppoe mode

7. Fixed DUT sometimes don't send RA

8. Fixed IPv6 Status don't show "Connection Up Time" in IPv6 autodetect mode

9. QRS mobile can’t configure DUT, when DUT set admin password and iPad/iPhone connected
to DUT with 5GHz.

Firmware: v2.08NA Build: 03beta01
Hardware: B1
Date: 21, Feb, 2012

Firmware Version: ver2.08NAb0O3beta01l
Firmware Date: 10, Feb, 2012
KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0232, Date: Tue, 21, Feb, 2012



Application; 2.0, Build: 2151, Date: Tue, 21, Feb, 2012
WLAN Version: ap94-7.3.0.429, Build: 0068, Date: Tue, 07, Feb, 2012
checksum: 0x07C34411

Problems Resolved:

1. Base on IPv6 Spec v1.17R (without firewall, ds-lite)
Support No Education Fits All; No Child Left Behind Policy
Support UNH-IOL IPv6 IOT Test Plan v1.00B7

Firmware: v2.08NA Build: 03
Hardware: B1
Date: 10, Feb, 2012

Firmware Version: ver2.08NAb03

Firmware Date: 10, Feb, 2012

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0231, Date: Sun, 08, Jan, 2012
Application: 2.0, Build: 2149, Date: Fri, 10, Feb, 2012

WLAN Version: ap94-7.3.0.429, Build: 0068, Date: Tue, 07, Feb, 2012
checksum: 0x07DF2608

Problems Resolved:
1. Fixed QRS Mobile Get/Set PSK Key with special char.

Firmware: v2.08NA Build: 02
Hardware: B1
Date: 9, Feb, 2012

Firmware Version: ver2.08NAb02

Firmware Date: 9, Feb, 2012

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0231, Date: Sun, 08, Jan, 2012
Application; 2.0, Build: 2149, Date: Wed, 08, Feb, 2012

WLAN Version:; ap94-7.3.0.429, Build: 0068, Date: Tue, 07, Feb, 2012
checksum: 0x07DE367B

Problems Resolved:
1. Fixed: Support to set special char in QRS Mobile.

Firmware: v2.08NA Build: 01
Hardware: B1
Date: 8, Feb, 2012

Firmware Version: ver2.08NAbO1

Firmware Date: 8, Feb, 2012

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0231, Date: Sun, 08, Jan, 2012
Application: 2.0, Build: 2148, Date: Tue, 07, Feb, 2012

WLAN Version: ap94-7.3.0.429, Build: 0068, Date: Tue, 07, Feb, 2012
checksum: Ox07DE64B9

Problems Resolved:

1. Support QRS Mobile.

Firmware: v2.07NA Build: 07
Hardware: B1



Date: 20, Jan, 2012

Firmware Version: ver2.07NAbQO7

Firmware Date: 20, Jan, 2012

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0231, Date: Sun, 08, Jan, 2012
Application: 2.0, Build: 2147, Date: Fri, 20, Jan, 2012

WLAN Version: ap94-7.3.0.429, Build: 0067, Date: Fri, 20, Jan, 2012
checksum: OxO7DF47F6

Problems Resolved:
1. Fixed when in default setting, client tool use DUT PIN code to configure DUT. Then client tool
still configure DUT again.

Firmware: v2.07NA Build: 05
Hardware: B1
Date: 19, Jan, 2012

Firmware Version: ver2.07NAb05

Firmware Date: 19, Jan, 2012

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0231, Date: Sun, 08, Jan, 2012
Application: 2.0, Build: 2146, Date: Wed, 18, Jan, 2012

WLAN Version: ap94-7.3.0.429, Build: 0066, Date: Wed, 18, Jan, 2012
checksum: 0xO7DE2EB4

Problems Resolved:
1. Modify Disabled WPS-PIN default value to 1.

Firmware: v2.07NA Build: 04
Hardware: B1
Date: 13, Jan, 2012

Firmware Version: ver2.07NAb0O4

Firmware Date: 13, Jan, 2012

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0231, Date: Sun, 08, Jan, 2012
Application: 2.0, Build: 2145, Date: Fri, 13, Jan, 2012

WLAN Version: ap94-7.3.0.429, Build: 0065, Date: Thu, 05, Jan, 2012
checksum: 0x07DE6F45

Problems Resolved:
1. Fixed when click "Restore to Unconfigured ", "Disabled WPS-PIN menthod" value incorrect.

Firmware: v2.07NA Build: 03
Hardware: B1
Date: 10, Jan, 2012

Firmware Version: ver2.07NAb03

Firmware Date: 10, Jan, 2012

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0231, Date: Sun, 08, Jan, 2012
Application: 2.0, Build: 2144, Date: Tue, 10, Jan, 2012



WLAN Version: ap94-7.3.0.429, Build: 0065, Date: Thu, 05, Jan, 2012
checksum: Ox07DEB37B

Problems Resolved:
1. Fixed Disabled WPS-PIN method will be enabled again from disabled ,after setting wireless
page (should keep in disabled status on configuration mode)

Firmware: v2.07NA Build: 02
Hardware: B1
Date: 09, Jan, 2012

Firmware Version: ver2.07NAb02

Firmware Date: 09, Jan, 2012

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0231, Date: Sun, 08, Jan, 2012
Application: 2.0, Build: 2142, Date: Sun, 08, Jan, 2012

WLAN Version: ap94-7.3.0.429, Build: 0065, Date: Thu, 05, Jan, 2012
checksum: 0x07DF49C5

Problems Resolved:

1. Fixed DUT default ,set wireless from wireless wizard , then the "Disable WPS-PIN Method"
Function will not enable.

2. Fixed client use PBC/PIN to config DUT, then the "Disable WPS-PIN Method" Function will not
enable.

Firmware: v2.07NA Build: 01
Hardware: B1
Date: 06, Jun, 2012

Firmware Version: ver2.07NAbO1

Firmware Date: 06, Jun, 2012

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0230, Date: Mon, 21, Nov, 2011
Application: 2.0, Build: 2141, Date: Fri, 06, Jan, 2012

WLAN Version: ap94-7.3.0.429, Build: 0064, Date: Mon, 13, Jun, 2011
checksum: 0x07DC76B4

Problems Resolved:
1. Support Disable WPS PIN for Brute Forcing WPS.

Firmware: v2.06NA Build: 03
Hardware: B1
Date: 01, Jun, 2011

Firmware Version: ver2.06NAb03

Firmware Date: 01, Jun, 2011

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 02265, Date: Wed, 01, Jun, 2011
Application: 2.0, Build: 2099, Date: Wed, 1, Jun, 2011

WLAN Version; ap94-7.3.0.429, Build: 0062, Date: Thu, 19, May, 2011
checksum: 0x07DCCCO00

CONFIG_VERSION: 2.2



Problems Resolved:
1. Fixed PPPoEvV6 sometimes redial will be failed

DIR-825B1 Firmware Release Note
Firmware: v2.06NA Build: 02
Hardware: B1

Date: 31, May, 2011

Firmware Version: ver2.06NAb02

Firmware Date: 31, May, 2011

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0225, Date: Thu, 14, Apr, 2011
Application: 2.0, Build: 2096, Date: Tue, 31, May, 2011

WLAN Version:; ap94-7.3.0.429, Build: 0062, Date: Thu, 19, May, 2011
checksum: Ox07DBE356

CONFIG_VERSION: 2.2

Problems Resolved:
1. Fixed TSD #8: IPv6-PPPOE issue
When disable dhcp-pd and manual set LAN IPv6 Address, LAN PC can't access IPv6-internet
2. Fixed LAN PC can't ping br0 ipv6 global address when disable dhcp-pd and wan port is
unplug.

DIR-825B1 Firmware Release Note
Firmware: v2.06NA Build: 01Beta06
Hardware: B1

Date: 25, May, 2011

Firmware Version: ver2.06NAb01Beta06

Firmware Date: 25, May, 2011

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0225, Date: Thu, 14, Apr, 2011
Application: 2.0, Build: 2092, Date: Wed, 25, May, 2011

WLAN Version: ap94-7.3.0.429, Build: 0061, Date: Fri, 1, Apr, 2011
checksum: 0x07DC5200

CONFIG_VERSION: 2.2

Problems Resolved:
1. Fixed when user enable virual server, then set admin password but does not enable
remote management. After save settings will pop warning message.
2. Fixed D-Track-HQ20110223000009-WPA-AUTO-WLAN set static the Ul display error.

DIR-825B1 Firmware Release Note
Firmware: v2.06NA Build: 01Beta05
Hardware: B1

Date: 19, May, 2011

Firmware Version: ver2.06NAbO1Beta05

Firmware Date: 19, May, 2011

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0225, Date: Thu, 14, Apr, 2011
Application: 2.0, Build: 2091, Date: Thu, 19, May, 2011

WLAN Version: ap94-7.3.0.429, Build: 0061, Date: Fri, 1, Apr, 2011
checksum: Ox07DBEA57

CONFIG_VERSION: 2.2

Problems Resolved:



1. When DHCPv6 Server (at WAN Side) change DHCP-PD then
a host ping an IPv6 adress with old DHCP-PD into LAN from WAN side.
DUT should reply Unreachable.

DIR-825B1 Firmware Release Note
Firmware: v2.06NA Build: 01Beta04
Hardware: B1

Date: 19, May, 2011

Firmware Version: ver2.06NAbO1Beta04

Firmware Date: 19, May, 2011

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0225, Date: Thu, 14, Apr, 2011
Application: 2.0, Build: 2090, Date: Thr, 19, May, 2011

WLAN Version: ap94-7.3.0.429, Build: 0061, Date: Fri, 1, Apr, 2011
checksum: 0x07DC598E

CONFIG_VERSION: 2.2

Problems Resolved:
Please re-verify below issues which come from UNH-IOL
1. Fixed DHCPv6 don't send Confirm at WAN side after DUT have release IANA
2. DUT will don't get IANA from DHCPv6 when RA dosen't config address
3. When DHCPV6 Server (at WAN Side) change DHCP-PD then
a host ping an IPv6 adress with old DHCP-PD into LAN from WAN side.
DUT should reply Unreachable.

DIR-825B1 Firmware Release Note
Firmware: v2.06NA Build: 01Beta03
Hardware: B1

Date: 19, May, 2011

Firmware Version: ver2.06NAbO1Beta03

Firmware Date: 19, May, 2011

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0225, Date: Thu, 14, Apr, 2011
Application: 2.0, Build: 2088, Date: Thr, 19, May, 2011

WLAN Version: ap94-7.3.0.429, Build: 0061, Date: Fri, 1, Apr, 2011
checksum: 0x07DC365C

CONFIG_VERSION: 2.2

Problems Resolved:

1. Please verify below issues which come from UNH-IOL

2. Support DHCPv6 Reconfig at WAN side

3. Support DHCPv6 Decline at WAN side

4. Support DHCPv6 Confirm at WAN side

5. DUT can't update DHCPv6 address lifetime time after renew at WAN side

6. DUT set DHCPvV6 IANA default prefix len to 128

(When RA not have the same prefix with IANA or have the same prefix with IANA but L flag is

off)

7. DUT will get IANA from DHCPv6 when RA dosen't config address

8. DUT LAN IPv6 Address must do DAD at booting time

9. Support route information option in RA.

10. When DHCPvV6 Server (at WAN Side) change DHCP-PD then
a host ping an IPv6 adress with old DHCP-PD into LAN from WAN side.
DUT should reply Unreachable.

DIR-825B1 Firmware Release Note
Firmware: v2.06NA Build: 01Beta02



Hardware: B1
Date: 10, May, 2011

Firmware Version: ver2.06NAbO1Beta02

Firmware Date: 10, May, 2011

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0225, Date: Thu, 14, Apr, 2011
Application: 2.0, Build: 2083, Date: Tue, 10, May, 2011

WLAN Version: ap94-7.3.0.429, Build: 0061, Date: Fri, 1, Apr, 2011
checksum: 0x07DD4727

CONFIG_VERSION: 2.2

Problems Resolved:
1. Fixed dhcp6c set IANA default prefix len to 0 (should be 128)
when RA not have the same prefix with IANA or have the same prefix with IANA but L flag

DIR-825B1 Firmware Release Note
Firmware: v2.06NA Build: 01BetaO1
Hardware: B1

Date: 10, May, 2011

Firmware Version: ver2.06NAbO1Beta01

Firmware Date: 10, May, 2011

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0225, Date: Thu, 14, Apr, 2011
Application: 2.0, Build: 2081, Date: Tue, 10, May, 2011

WLAN Version: ap94-7.3.0.429, Build: 0061, Date: Fri, 1, Apr, 2011
checksum: 0x07DC5D3B

CONFIG_VERSION: 2.2

Problems Resolved:
1. Set dhcp6c IANA default prefix len to 128 (When RA not have the same prefix with IANA)
2. Fixed dhcp6c can not update valid time after renew

DIR-825B1 Firmware Release Note
Firmware: v2.06NA Build: 01
Hardware: B1

Date: 27, Apr, 2011

Firmware Version: ver2.06NAbO1

Firmware Date: 27, Apr, 2011

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0225, Date: Thu, 14, Apr, 2011
Application: 2.0, Build: 2072, Date: Wed, 27, Apr, 2011

WLAN Version: ap94-7.3.0.429, Build: 0061, Date: Fri, 1, Apr, 2011
checksum: 0x07DD1999

CONFIG_VERSION: 2.2

Problems Resolved:
1. Fixed when IPv4 setup is static IP mode, Router Advertisement lifetime show 0 minute.
2. Fixed that DNS relay can not to query IPv6 DNS first

DIR-825B1 Firmware Release Note
Firmware: v2.05NA Build: 31
Hardware: B1

Date: 21, Apr, 2011

Firmware Version: ver2.05NAb31
Firmware Date: 21, Apr, 2011



KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0225, Date: Thu, 14, Apr, 2011
Application: 2.0, Build: 2065, Date: Wed, 20, Apr, 2011

WLAN Version:; ap94-7.3.0.429, Build: 0061, Date: Fri, 1, Apr, 2011
checksum: 0x07DC9DCA

CONFIG_VERSION: 2.2

Problems Resolved:

1. Support IPv6 Spec v1.17R (without firewall, ds-lite)

new changes:

1.1. Add IPv6 routing table in Status

1.2. Copy "Local Domain Name" to IPv6é Domain Search List in RA and DHCP6s

1.3. Change DNS behavior to query IPv6 DNS first

1.4. If wan PD is changed, DUT should advertise the old prefix with
pltime=0 and vitime=2hr in RA

1.5. Support DHCP-PD hint always set to previous PD

1.6. Fixed bug for tunnel MTU should be depend on IPv4/IPv6 MTU

1.7. Adjust IPv4/IPv6 MTU lowerbound to 1300

1.8. Let 6rd/6to4 have the same lifetime as its associated IPv4 address

DIR-825B1 Firmware Release Note
Firmware: v2.05NA Build: 30
Hardware: B1

Date: 15, Apr, 2011

Firmware Version: ver2.05NAb30

Firmware Date: 15, Apr, 2011

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0225, Date: Thu, 14, Apr, 2011
Application: 2.0, Build: 2058, Date: Fri, 15, Apr, 2011

WLAN Version:; ap94-7.3.0.429, Build: 0061, Date: Fri, 1, Apr, 2011
checksum: 0x07DD730B

Problems Resolved:
1. Fixed different UUID for WPS in 5GHz and 2.4Hz

DIR-825B1 Firmware Release Note
Firmware: v2.05NA Build: 29
Hardware: B1

Date: 15, Apr, 2011

Firmware Version: ver2.05NAb29

Firmware Date: 15, Apr, 2011

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0225, Date: Thu, 14, Apr, 2011
Application: 2.0, Build: 2057, Date: Thu, 14, Apr, 2011

WLAN Version: ap94-7.3.0.429, Build: 0061, Date: Fri, 1, Apr, 2011
checksum: 0x07DD2F37

Problems Resolved:
1. Support the same Unique UUID for WPS in 5GHz and 2.4Hz.

Firmware: v2.05NA Build: 28Beta01
Hardware: B1
Date: 01, Mar, 2011

Firmware Version: ver2.05NAb28Beta01l
Firmware Date: 01, Mar, 2011
KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0221, Date: Thu, 17, Feb, 2011



Application: 2.0, Build: 2019, Date: Tue, 01, Mar, 2011
WLAN Version: ap94-7.3.0.429, Build: 0060, Date: Wed, 10, Nov, 2010
checksum: 0x07DB5B85

Problems Resolved:
1. Increase PPPoEvV6 passthrough throughput

Firmware: v2.05NA Build: 27
Hardware: B1
Date: 15, Feb 2011

Firmware Version: ver2.05NAb27

Firmware Date: 15, Feb, 2011

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0219, Date: Wed, 9, Feb, 2011
Application: 2.0, Build: 1998, Date: Mon, 14, Feb, 2011

WLAN Version: ap94-7.3.0.429, Build: 0060, Date: Wed, 10, Nov, 2010
checksum: 0x07DC6DC1

Problems Resolved:
1. Mark "IPv4" for original Multicast Stream option.
2. Support FQDN and invalid IP.

Firmware: v2.05NA Build: 26Beta01
Hardware: B1
Date: 28, Jan 2011

Firmware Version: ver2.05NAb26Beta01

Firmware Date: 28, Jan, 2011

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0218, Date: Mon, 10, Jan, 2011
Application: 2.0, Build: 1986, Date: Fri, 28, Jan, 2011

WLAN Version:; ap94-7.3.0.429, Build: 0060, Date: Wed, 10, Nov, 2010
checksum: 0x07DD2102

Problems Resolved:
1. Fixed D-Track-HQ20110127000005, when Filezilla finished transmission, it will pop-up error
message.

Firmware: v2.05NA Build: 26
Hardware: B1
Date: 28, Dec 2010

Firmware Version: ver2.05NAb26

Firmware Date: 28, Dec, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0215, Date: Fri, 17, Dec, 2010
Application: 2.0, Build: 1934, Date: Tue, 28, Dec, 2010

WLAN Version: ap94-7.3.0.429, Build: 0060, Date: Wed, 10, Nov, 2010
checksum: Ox07DBC57F

Problems Resolved:
1. Support IPv6 Spec v1.15(MLD/MLDv2)

Firmware: v2.05NA Build: 25
Hardware: B1
Date: 15, Dec 2010

Firmware Version: ver2.05NAb25



Firmware Date: 15, Dec, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0214, Date: Mon, 13, Dec, 2010
Application: 2.0, Build: 1914, Date: Wed, 15, Dec, 2010

WLAN Version:; ap94-7.3.0.429, Build: 0060, Date: Wed, 10, Nov, 2010
checksum: 0x07DC18B1

Problems Resolved:

1. Fixed BT issue.

2. Fixed the IPv6 wizard can't receive RA when ipv6 wizard change to autoconfig mode
3. Fixed the DUT no reply DHCPvV6 request when ipv4 is pppoe/dhcp and ipv6 is
autoconfigure/pppoev6e

4. Support IPv6 Spec v1.14R phase 2 (without IPv6 firewall)

Firmware: v2.05NA Build: 24Beta01
Hardware: B1
Date: 15, Dec 2010

Firmware Version: ver2.05NAb24Beta01

Firmware Date: 15, Dec, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0214, Date: Mon, 13, Dec, 2010
Application: 2.0, Build: 1913, Date: Wed, 15, Dec, 2010

WLAN Version: ap94-7.3.0.429, Build: 0060, Date: Wed, 10, Nov, 2010
checksum: OxO7E1FCOF

Problems Resolved:
1. Fixed D-Track_HQ20101101000001_DIR-825 B1 - Invalid local domain name issue.

Firmware: v2.05NA Build: 24
Hardware: B1
Date: 14, Dec 2010

Firmware Version: ver2.05NAb24

Firmware Date: 14, Dec, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0214, Date: Wed, 13, Dec, 2010
Application: 2.0, Build: 1911, Date: Tue, 14, Dec, 2010

WLAN Version:; ap94-7.3.0.429, Build: 0060, Date: Wed, 10, Nov, 2010
checksum: 0x07DB5BA2

Problems Resolved:

1. Fixed BT issue.
2. Fixed the IPv6 wizard can't receive RA when ipv6 wizard change to autoconfig mode

Firmware: v2.05NA Build: 23
Hardware: B1
Date: 9, Dec 2010

Firmware Version: ver2.05NAb23

Firmware Date: 9, Dec, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0210, Date: Wed, 1, Dec, 2010
Application: 2.0, Build: 1899, Date: Wed, 8, Dec, 2010

WLAN Version: ap94-7.3.0.429, Build: 0060, Date: Wed, 10, Nov, 2010
checksum: 0x07DA1D1D



Problems Resolved:
1. Fixed the IPv6 wizard bar hang-up

Firmware: v2.05NA Build: 22
Hardware: B1
Date: 6, Dec 2010

Firmware Version: ver2.05NAb22

Firmware Date: 6, Dec, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0210, Date: Wed, 1, Dec, 2010
Application: 2.0, Build: 1895, Date: Mon, 6, Dec, 2010

WLAN Version: ap94-7.3.0.429, Build: 0060, Date: Wed, 10, Nov, 2010
checksum: 0x07D9A376

Problems Resolved:

1. Fixed the IPv6 wizard bar hang-up
2. Fixed the Manual IPv6 Setup title and button show wrong text

Firmware: v2.05NA Build: 21
Hardware: B1
Date: 6, Dec 2010

Firmware Version: ver2.05NAb21

Firmware Date: 6, Dec, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0210, Date: Wed, 1, Dec, 2010
Application; 2.0, Build: 1892, Date: Mon, 6, Dec, 2010

WLAN Version:; ap94-7.3.0.429, Build: 0060, Date: Wed, 10, Nov, 2010
checksum: 0x07DABO1A

Problems Resolved:

1. Fixed IPv6 wizard will redirect to wrong page.
2. Fixed the bug when ipv4 pppoe can't connect, then replug wan port. Autodetect can't detect
ipv6 autoconfig mode.

Firmware: v2.05NA Build: 20
Hardware: B1
Date: 6, Dec 2010

Firmware Version: ver2.05NAb20

Firmware Date: 6, Dec, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0210, Date: Wed, 1, Dec, 2010
Application: 2.0, Build: 1886, Date: Mon, 6, Dec, 2010

WLAN Version: ap94-7.3.0.429, Build: 0060, Date: Wed, 10, Nov, 2010
checksum: OxO7DAFAOQOA

Problems Resolved:

1. Fixed missing IPv6 link in wireless page
2. Modify IPv6 Wizard run to 100% directly go to next page.

Firmware: v2.05NA Build: 19



Hardware: B1
Date: 3, Dec 2010

Firmware Version: ver2.05NAb19

Firmware Date: 3, Dec, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0210, Date: Wed, 1, Dec, 2010
Application: 2.0, Build: 1883, Date: Fri, 3, Dec, 2010

WLAN Version: ap94-7.3.0.429, Build: 0060, Date: Wed, 10, Nov, 2010
checksum: Ox07DB15EA

Problems Resolved:

1. Support IPv6 Spec v1.14R phase 1.((Doesn't support IPV6 Firewall)

2. Fixed TSD#21: 64 characters description error at Wireless wizard step2.

3. Fixed TSD#20: There is no Language & CONFIG_VERSION items in chklst.txt
4. Fixed TSD#19: Date format error in version.txt Day(dd), Month(mm), Year(yyyy)
5. Fixed TSD#16: help issue

6. Fixed TSD#6: Device info issue:Sometime Device info display error web page.

7. Fixed TSD#5: Loss help info.

8. Fixed TSD#4: Describe issue.

9. Fixed TSD#2: WCN issue.

10. Fxied TSD#1: DTIM Interval issue.

Firmware: v2.05NA Build: 18
Hardware: B1
Date: 23, Nov 2010

Firmware Version: ver2.05NAb18

Firmware Date: Tue, 23, Nov, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0208, Date: Tue, 23, Nov, 2010
Application: 2.0, Build: 1865, Date: Mon, 22, Nov, 2010

WLAN Version:; ap94-7.3.0.429, Build: 0060, Date: Wed, 10, Nov, 2010
checksum: 0x07DAB188

Problems Resolved:
1. Fixed BT reboot issue. (Ethernet MAC TX DMA hang)

Firmware: v2.05NA Build: 17
Hardware: B1
Date: 22, Nov 2010

Firmware Version: ver2.05NAb17

Firmware Date: Mon, 22, Nov, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0207, Date: Mon, 22, Nov, 2010 9
Application: 2.0, Build: 1863, Date: Thu, 18, Nov, 2010

WLAN Version: ap94-7.3.0.429, Build: 0060, Date: Wed, 10, Nov, 2010
checksum: Ox07DD6A57

Problems Resolved:
2. Fixed BT reboot issue. (NAT/iptables)

Firmware: v2.05NA Build: 16
Hardware: B1
Date: 19, Nov 2010



Firmware Version: ver2.05NAb16

Firmware Date: Fri, 19, Nov, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0205, Date: Fri, 16, Nov, 2010 9
Application: 2.0, Build: 1863, Date: Thu, 18, Nov, 2010

WLAN Version: ap94-7.3.0.429, Build: 0060, Date: Wed, 10, Nov, 2010
checksum: Ox07E383A0

Problems Resolved:
3. Fixed BT reboot issue.
4. Support IPv6 spec v1.13(6rd DHCPv4 Option)

Firmware: v2.05NA Build: 15
Hardware: B1
Date: 16, Nov 2010

Firmware Version: ver2.05NAb15

Firmware Date: Tue, 16, Nov, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0204, Date: Tue, 16, Nov, 2010
Application: 2.0, Build: 1862, Date: Tue, 16, Nov, 2010

WLAN Version: ap94-7.3.0.429, Build: 0060, Date: Wed, 10, Nov, 2010
checksum: Ox07E3903B

Problems Resolved:
5. Fixed BT reboot issue.

Firmware: v2.05NA Build: 14
Hardware: B1
Date: 16, Nov 2010

Firmware Version: ver2.05NAb14

Firmware Date: Tue, 16, Nov, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0202, Date: Tue, 16, Nov, 2010
Application: 2.0, Build: 1861, Date: Fri, 12, Nov, 2010

WLAN Version: ap94-7.3.0.429, Build: 0060, Date: Wed, 10, Nov, 2010
checksum: OXO7E4A732

Problems Resolved:
6. Fixed BT reboot issue.

Firmware: v2.05NA Build: 13
Hardware: B1
Date: 12, Nov 2010

Firmware Version: ver2.05NAb13

Firmware Date: Thu, 12, Nov, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0201, Date: Thu, 12, Nov, 2010
Application: 2.0, Build: 1861, Date: Fri, 12, Nov, 2010

WLAN Version: ap94-7.3.0.429, Build: 0060, Date: Wed, 10, Nov, 2010
checksum: 0x07E505C3



Problems Resolved:
7. Fixed BT reboot issue.

Firmware: v2.05NA Build: 12
Hardware: B1
Date: 11, Nov 2010

Firmware Version: ver2.05NAb12

Firmware Date: Thu, 11, Nov, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0199, Date: Thu, 11, Nov, 2010
Application: 2.0, Build: 1858, Date: Wed, 10, Nov, 2010

WLAN Version: ap94-7.3.0.429, Build: 0060, Date: Wed, 10, Nov, 2010
checksum: 0x07E35432

Problems Resolved:
8. Fixed BT reboot issue.

Firmware: v2.05NA Build: 11
Hardware: B1
Date: 05, Nov 2010

Firmware Version: ver2.05NAb11

Firmware Date: Fri, 5, Nov, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0196, Date: Thu, 4, Nov, 2010
Application: 2.0, Build: 1853, Date: Thu, 4, Nov, 2010

WLAN Version: ap94-7.3.0.429, Build: 0058, Date: Tue, 21, Sep, 2010
checksum: OxO7E555BA

Problems Resolved:
1. Modify CONFIG_IP_CONNTRACK_NUMBER to 5000 to fix BT reboot issue.

Firmware: v2.05NA Build: 10Beta01
Hardware: B1
Date: 01, Nov 2010

Firmware Version: ver2.05NAb10Beta01

Firmware Date: Wed, 3, Nov, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0195, Date: Thu, 21, Oct, 2010
Application: 2.0, Build: 1851, Date: Wed, 3, Nov, 2010

WLAN Version: ap94-7.3.0.429, Build: 0058, Date: Tue, 21, Sep, 2010
checksum: Ox07E47DFA

Problems Resolved:

1. Change ipv6 lan sateless support SLAAC + Stateless DHCPv6

Firmware: v2.05NA Build: 09
Hardware: B1
Date: 27, Oct 2010

Firmware Version: ver2.05NAb09



Firmware Date: Wed, 27, Oct, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0195, Date: Thu, 21, Oct, 2010
Application: 2.0, Build: 1845, Date: Tue, 26, Oct, 2010

WLAN Version: ap94-7.3.0.429, Build: 0058, Date: Tue, 21, Sep, 2010
checksum: 0x07E697D3

Problems Resolved:
1. Support QRS can response mondel name and graph authentication.

Firmware: v2.05NA Build: 08
Hardware: B1
Date: 26, Oct 2010

Firmware Version: ver2.05NAb08

Firmware Date: Tue, 26, Oct, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0195, Date: Thu, 21, Oct, 2010
Application: 2.0, Build: 1845, Date: Tue, 26, Oct, 2010

WLAN Version: ap94-7.3.0.429, Build: 0058, Date: Tue, 21, Sep, 2010
checksum: Ox07E5D8CE

Problems Resolved:
1. Fixed the bug that user unplug and then replug the DIR-825, often IPv6 doesn't work

(If I unplug and then replug the DIR-825, often IPv6 doesn't work. The RG thinks it has a
DHCPv6 PD, but the access router doesn't. | traced this to the RG sending DHCPV6 releases for
old transaction IDs *after* it receives the reply for the new transaction ID. See attached packet
dump broken.pcap (for comparison, working.pcap is a case where it worked). Perhaps you're not
killing the old DHCPV6 client properly? This is a showstopper bug because it completely breaks
IPv6 completely, and slows down IPv4, because the clients behind the RG will try IPv6 first and
then time out.)

DIR-825B1 Firmware Release Note
Firmware: v2.05NA Build: 07
Hardware: B1

Date: 26, Oct 2010

Firmware Version: ver2.05NAb07

Firmware Date: Tue, 26, Oct, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0195, Date: Thu, 21, Oct, 2010
Application: 2.0, Build: 1843, Date: Mon, 25, Oct, 2010

WLAN Version: ap94-7.3.0.429, Build: 0058, Date: Tue, 21, Sep, 2010
checksum: OXx07E62AA1

Problems Resolved:
1. Fixed the bug that user unplug and then replug the DIR-825, often IPv6 doesn't work

(If I unplug and then replug the DIR-825, often IPv6 doesn't work. The RG thinks it has a
DHCPv6 PD, but the access router doesn't. | traced this to the RG sending DHCPV6 releases for
old transaction IDs *after* it receives the reply for the new transaction ID. See attached packet
dump broken.pcap (for comparison, working.pcap is a case where it worked). Perhaps you're not
killing the old DHCPV6 client properly? This is a showstopper bug because it completely breaks
IPv6 completely, and slows down IPv4, because the clients behind the RG will try IPv6 first and
then time out.)
2. Allow IPv6 Primary DNS Address can be empty
3. Add ipv6 status show Tunnel Link-Local Address in 6RD mode
4. Fixed the bug that 6rd relay and 6to4 relay can be empty



Remove:
adv_ipv6_stateless.asp
adv_ipv6_dhcp.asp

DIR-825B1 Firmware Release Note
Firmware: v2.05NA Build: 06
Hardware: B1

Date: 13, Oct 2010

Firmware Version: ver2.05NAb06

Firmware Date: Wed, 13, Oct, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0193, Date: Wed, 6, Oct, 2010
Application: 2.0, Build: 1819, Date: Fri, 8, Oct, 2010

WLAN Version: ap94-7.3.0.429, Build: 0058, Date: Tue, 21, Sep, 2010
checksum: Ox07E3C09B

Problems Resolved:

1. Fixed configuration save user and admin issue.

2. Fixed wepkey only support one key.

3. Fixed Static IPv6 prefix length should not input decimal point.
4. Verify IE 7 browser login GUI very slowly

5. Verify IPv6 autoconfiguration function.

6. This version is for CableLabs testing.

Firmware: v2.05NA Build: 05
Hardware: B1
Date: 30, Sep 2010

Firmware Version: ver2.05NAb05

Firmware Date: Thu, 30, Sep, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0191, Date: Mon, 27, Sep, 2010
Application; 2.0, Build: 1792, Date: Thu, 30, Sep, 2010

WLAN Version:; ap94-7.3.0.429, Build: 0058, Date: Tue, 21, Sep, 2010
checksum: OxO7E4EEES

Problems Resolved:

1. Fixed that 6to4 relay can't support dns.

2. Fixed that lan ipv6 addr not clear when dhcp-pd released.

3. Fixed Static IPv6 Prefix Length Issue (must be Integer and in range of 1~126).
4. Fixed Save configuration very slow.

Firmware: v2.05NA Build: 04
Hardware: B1
Date: 27, Sep 2010

Firmware Version: ver2.05NAb04

Firmware Date: Mon, 27, Sep, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0191, Date: Mon, 27, Sep, 2010
Application: 2.0, Build: 1783, Date: Mon, 27, Sep, 2010

WLAN Version: ap94-7.3.0.429, Build: 0058, Date: Tue, 21, Sep, 2010
checksum: Ox07E4C29E

Problems Resolved:
1. Support IPv6 1.12R.(not support IPv6 firewall)



Firmware: v2.05NA Build: 03Beta02
Hardware: B1
Date: 03, Sep 2010

Firmware Version: ver2.05NAb0O3Beta02

Firmware Date: Fri, 03, Sep, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0183, Date: Fri, 27, Aug, 2010
Application: 2.0, Build: 1728, Date: Fri, 3, Sep, 2010

WLAN Version: ap94-7.3.0.429, Build: 0057, Date: Mon, 10, May, 2010
checksum: Ox07E4D447

Problems Resolved:

1. Fixed rfc5006 can't work for wan interface

2. Fixed IPv4/IPv6 static wan mode on status page can't work
3. Fixed PPPoEV6 dial-on-demand can't work

Firmware: v2.05NA Build: 03Beta01
Hardware: B1
Date: 01, Sep 2010

Firmware Version: ver2.05NAb03Beta01

Firmware Date: Wed, 01, Sep, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0183, Date: Fri, 27, Aug, 2010
Application: 2.0, Build: 1720, Date: Tue, 31, Aug, 2010

WLAN Version: ap94-7.3.0.429, Build: 0057, Date: Mon, 10, May, 2010
checksum: Ox07E4CBD7

Problems Resolved:
1. Support IPv6 Spec v1.12R

Firmware: v2.05NA Build: 02
Hardware: B1
Date: 26, Aug 2010

Firmware Version: ver2.05NAb02

Firmware Date: Thu, 26, Aug, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0179, Date: Mon, 16, Aug, 2010
Application: 2.0, Build: 1707, Date: Wed, 25, Aug, 2010

WLAN Version: ap94-7.3.0.429, Build: 0057, Date: Mon, 10, May, 2010
checksum: Ox07E1D63E

Problems Resolved:
1. Fixed when user only change Lan settings, pop change IP address message.
2. Support DLink DNSSEC Spec.

Firmware: v2.05NA Build: 01Beta01
Hardware: B1
Date: 30, Jul 2010

Firmware Version: ver2.05NAb0O1Beta01l

Firmware Date: Fri, 30, Jul, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0176, Date: Mon, 26, Jul, 2010
Application: 2.0, Build: 1653, Date: Fri, 30, Jul, 2010

WLAN Version: ap94-7.3.0.429, Build: 0057, Date: Mon, 10, May, 2010



CheckSum: OxO7E220EA

Problems Resolved:

Support to browse http://router.dlink.com

Only Admin can browse version.txt

Allow user to upgrade Firmware size up to 6MB

WLAN Client information can be displayed at Device Info
Enable Multicast Streams function

arLONE

Firmware: v2.04NA Build: 01
Hardware: B1
Date: 5, Jul 2010

Firmware Version: ver2.04NAbO1

Firmware Date: Mon, 05, Jul, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0147, Date: Fri, 28, May, 2010
Application: 2.0, Build: 1505, Date: Mon, 31, May, 2010

WLAN Version: ap94-7.3.0.429, Build: 0057, Date: Mon, 10, May, 2010
CheckSum: 0x07E30A1C

Problems Resolved:
1. Change firmware version to 2.04.

Firmware: v2.03NA Build: 10
Hardware: B1
Date: 31, May 2010

Firmware Version: ver2.03NAb10

Firmware Date: Mon, 31, May, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0147, Date: Fri, 28, May, 2010
Application: 2.0, Build: 1505, Date: Mon, 31, May, 2010

WLAN Version:; ap94-7.3.0.429, Build: 0057, Date: Mon, 10, May, 2010
CheckSum: 0x07E248F4

Problems Resolved:
1. Fixed TSD#7: Support menu for ipv6 issue. -->IPV6 status help page link error page.

Firmware: v2.03NA Build: 09
Hardware: B1
Date: 19, May 2010

Firmware Version: ver2.03NAb09

Firmware Date: Wed, 19, May, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0125, Date: Wed, 19, May, 2010
Application: 2.0, Build: 1478, Date: Wed, 19, May, 2010

WLAN Version: ap94-7.3.0.429, Build: 0057, Date: Mon, 10, May, 2010
CheckSum: 0x07E2C883

Problems Resolved:

1. Fixed TSD#28: 6 to 4 IPv6 default gateway issue.

2. Fixed TSD#22: The Lan IPv6 Address NOT display in IPV6 Autoconfiguration.

3. Fixed TSD#21: In the IPv6-PPPoE mode, when select "Always on" or "Manual" should NOT be
modified the "Idle Time".

4. Fixed TSD#7: Support menu for ipv6 issue.

5. Increase CONFIG_NVRAM_SIZE=1040, Disable CONFIG_IP6_NF_IPTABLES


http://router.dlink.com/

6. Remove wan_ush3G.asp wan_bigpond.asp wan_3G.asp adv_wish.asp
Test Items in IPv6 CableLabs:

1. Verify that NUT can acquire both a IPv4 and a IPv6 address

2. Verify that NUT can assign IPv4 and IPv6 Addresses to CPE

3. Verify that NUT can Pass Data Traffic

4. Verify that NUT supports DHCPV6 prefix delegation

Firmware: v2.03NA Build: 08
Hardware: B1
Date: 26, Mar 2010

Firmware Version: ver2.03NAb08

Firmware Date: Fri, 26, Mar, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0108, Date: Wed, 24, Mar, 2010
Application: 2.0, Build: 1402, Date: Thu, 25, Mar, 2010

WLAN Version: ap94-7.3.0.386, Build: 0050, Date: Thu, 25, Mar, 2010
CheckSum: 0x07F4D664

Problems Resolved:

. Enable check IPv6 DNS address.

. Support Ipv6 spec v1.08.(Doesn't support IPV6 Firewall)

. Set IPv6_pppoe_mtu default value is 1492.

. Disable check ipv6 wan proto on wan page.

. Fixed PPPoEvV6 Static IP is fail.

. Fixed IPv6 6in4 don't work.

. Fixed IPv6 Network Status: Modify the text "connect"” to "connected".

. Fixed when apply IPv6 6in4 and IPv6 6to4 will display warning message.

10. Fixed correcting the DHCP Reservation List of Expires misspelling, it should be "Never".
11. Removed if DHCP-PD is enabled, DNS server must be obtained automatically under this
mode.

O©oO~NOOUTADNE

Firmware: v2.03NA Build: 07
Hardware: B1
Date: 09, Mar 2010

Firmware Version: ver2.03NAbQ7

Firmware Date: Tue, 09, Mar, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0105, Date: Mon, 22, Feb, 2010
Application: 2.0, Build: 1383, Date: Wed, 03, Mar, 2010

WLAN Version: ap94-7.3.0.386, Build: 0049, Date: Tue, 2, Mar, 2010
CheckSum: 0x07F566E9

Problems Resolved:
1. Modify guest-zone's MAC on device status.

Firmware: v2.03NA Build: 06
Hardware: B1
Date: 04, Mar 2010

Firmware Version: ver2.03NAb06

Firmware Date: Thu, 04, Mar, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0105, Date: Mon, 22, Feb, 2010
Application: 2.0, Build: 1383, Date: Wed, 03, Mar, 2010

WLAN Version: ap94-7.3.0.386, Build: 0049, Date: Tue, 2, Mar, 2010
CheckSum: 0x07F519F8



Problems Resolved:

1.Fixed does not show wireless clients on 5GHz mode.

2.Fixed WPS Push and Pin fail when you have WPA settings enabled. Same results after using
"Restore to Factory Defaults".

3.Modify guest-zone's MAC on device status.

4.Add 12/24 time format function.

Firmware: v2.03NA Build: 05
Hardware: B1
Date: 05, Feb 2010

Firmware Version: ver2.03NAb05

Firmware Date: Fri, 05, Feb, 2010

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0103, Date: Wed, 28, Jan, 2010
Application: 2.0, Build: 1357, Date: Fri, 05, Feb, 2010

WLAN Version: ap94-7.3.0.386, Build: 0047, Date: Wed, 16, Dec, 2009
CheckSum: 0x07F55DAA

Problems Resolved:

1.Fixed can not save the setting because the host name given is invalid. The default host name is
DIR-825.

2.Fixed typo error - When you are using PIN connection, it should be "within", not "winth"

3.Fixed even if you add the DHCP reservation of the specific IP address, it still has an expire date
and time.

4.Support LLMNR support.

Firmware: v2.03NA Build: 04
Hardware: B1
Date: 17, Dec 2009

Firmware Version: ver2.03NAb04

Firmware Date: Thu, 17, Dec, 2009

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0096, Date: Wed, 16, Dec, 2009
Application: 2.0, Build: 1302, Date: Thu, 17, Dec, 2009

WLAN Version: ap94-7.3.0.386, Build: 0047, Date: Wed, 16, Dec, 2009
CheckSum: 0x07F61EEB

Problems Resolved:
1. Updated displaying 5 GHz wireless client list by xml.
2. Fixed PPPOE re-connect issue.
3. Fixed BT issue.
-.Fix may cause kernel panic in BT test.
-.Integrate NAT enhancement solution.
(Add CONFIG_IP_NF_IP_ALIGNMENT for Fast NAT.)

Firmware: v2.03NA Build: 03
Hardware: B1
Date: 27, Nov 2009

Firmware Version: ver2.03NAb03

Firmware Date: Fri, 27, Nov, 2009

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0090, Date: Mon, 09, Nov, 2009
Application: 2.0, Build: 1276, Date: Fri, 27, Nov, 2009

WLAN Version: ap94-7.3.0.386, Build: 0045, Date: Thu, 05, Nov, 2009
CheckSum: 0x07F35F02



Problems Resolved:

1. Login privilege will be changed by another user login.

2. Fixed GUI show allowed char for setting of hostname.

3. Fixed Channel Width 2040 won't saved when configured to 802.11n (Only on 5Ghz)
4. Support SIP LAN to LAN.

5. Fixed "SharePort" in default, plug in the USB drive, USB LED does not shine.

Firmware: v2.02NA Build: 01Beta02
Hardware: B1
Date: 7, Oct 2009

Firmware Version: ver2.02NAb01Beta02

Firmware Date: Wed, 7, Oct, 2009

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0081, Date: Tue, 06, Oct, 2009
Application: 2.0, Build: 1209, Date: Mon, 05, Oct, 2009

WLAN Version: ap94-7.3.0.386, Build: 0042, Date: Mon, 21, Sep, 2009
CheckSum: Ox07F1A1C3

Problems Resolved:

1. Fixed DNS Relay can't disable.

2. Fixed DHCP server can’t disable.

3. Fixed NetBIOS announcement can’t enable.

Firmware: v2.02NA Build: 01Beta01
Hardware: B1
Date: 6, Oct 2009

Firmware Version: ver2.02NAb0O1Beta01

Firmware Date: Tue, 6, Oct, 2009

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0080, Date: Mon, 05, Oct, 2009
Application: 2.0, Build: 1209, Date: Mon, 05, Oct, 2009

WLAN Version:; ap94-7.3.0.386, Build: 0042, Date: Mon, 21, Sep, 2009
CheckSum: 0x07F2D111

Problems Resolved:
1. Fixed Behavior is different for IPv4 & IPv6 PING test.
This was reported as bug by D-link that: "Host Name" or "IP Address" should be presented
AFTER clicking "PING"
2. Fixed reservation issue.
1.0 Restore to default.
1.1 Entry a reservation IP, then click "save" button.
1.2 Change the LAN IP.
1.3 Click "Save Settings" button. It can be saved.
3 .Fixed QOS: Message wording error when the end port range value less than start port range in
remote port range.
4. Fixed https://aaa.bbb.ccc becomes https:/ after clicking save settings.
5. Fixed Set NetBIOS Scope to “abc,123", setting CAN be saved but the announced NetBIOS
scope becomes “abc”.
6. For MFQ test version: 2.02NA

Firmware: v2.03NA Build: 02
Hardware: B1
Date: 19, Aug 2009



Firmware Version: ver2.03NAb02

Firmware Date: Wed, 19, Aug, 2009

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0072, Date: Wed, 19, Aug, 2009
Application: 2.0, Build: 1141, Date: Tue, 18, Aug, 2009

WLAN Version: ap94-7.3.0.386, Build: 0039, Date: Mon, 17, Aug, 2009
CheckSum: 0x07F204A4

Problems Resolved:
1. Bug68: Fixed When use "user" account login, wireless/wan pages should be gray.

2. Fixed WPS page should pop error message when WPS is enable, can't choose WEP key 2, 3,
4,

3. Bug71: Fixed PPPoE/PPTP/L2TP had connected button show error.

4. Bug72: Fixed PPPOE/PPTP/L2TP manual mode error.

5. Bug78: Fixed WINS Secondary Server IP cannot be empty when choose point-to-point,
Mixed-mode, Hybrid.

6. Bug73: Fixed Change Lan IP address, but reserve IP different subnet, don’t pop warning
message.

7. Bug75: Fixed PPTP static IP address can input 255.255.255.255.

8. Bug77: Fixed L2TP static IP address can input 255.255.255.1

9. Bug80: Fixed D-Track - HQ20090804000003-DIR-825 B1 v2.01EUb15-PPPoOE username
with special character.

10. Bug76: Fixed when setting 2.4GHz bandwidth on 20/40, 2.4GHZ Beacon fail.

11. Bug62: Fixed Change Router LAN IP and add DHCP reservation at the same time, the DHCP
reservation rules can't be saved.

12. Bug61: Fixed Access Control + Web Filter failed wherever "other machine" put the first or
second rule.

13. Bug69: D-TrackHQ20090728000003-DIR-825_B1_v2.01EUB15-DIR-825 B1 does not work
with Huawei E220.

Firmware: v2.03NA Build: 01
Hardware: B1
Date: 28, Jul 2009

Firmware Version: ver2.03NAbO1

Firmware Date: Tue, 28, Jul, 2009

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0067, Date: Mon, 20, July, 2009
Application: 2.0, Build: 1100, Date: Mon, 27, Jul, 2009

WLAN Version: ap94-7.3.0.386, Build: 0036, Date: Mon, 20, Jul, 2009
CheckSum: 0x07F1AAB1

Problems Resolved:

1. Bug#67: Added pppoe-relay feature.

2. Bug#68: GUI admin/user behaviors. When use "user" account login, then web pages should be
gray.

3. Bug#63: Fixed QOS: Message wording error when the end port range value less than start port
range.

4. Bug#62: Fixed when change Router LAN IP and add DHCP reservation at the same time, the
DHCP reservation rules can't be saved.

5. Bug#60: Cannot connect with WLN-1506.

6. Bug#61: Access Control + Web Filter failed wherever "other machine" put the first or second
rule.

7. Bug#19: Fixed Status->Device Info Page issue:
Do not allow users to press the "connect" or "DHCP Renew" button after
PPPoE/PPTP/L2TP/DHCP connection, and press the "disconnect” or " DHCP Release" button
after PPPoE/PPTP/L2TP/DHCP disconnection.

8. GUI Login Fail Alert Message for Dlink model (follow UbiCom)



9. BT Test fail => DUT will reboot when TCP sessions over 1200
10. Disable graph_auth_enable in default.
11. Changed firmware version to 2.03NA.

Firmware: v2.02NA Build: 01
Hardware: B1
Date: 4, Jun 2009

Firmware Version: ver2.02NAb01

Firmware Date: Thu, 4, Jun, 2009

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0060, Date: Wed, 03, Jun, 2009
Application: 2.0, Build: 1046, Date: Thu, 4, Jun, 2009

WLAN Version: ap94-7.3.0.322, Build: 0030, Date: Wed, 03, Jun, 2009
CheckSum: 0x07F34FC6

Problems Resolved:

1. Fixed cannot run Web Filter and MAC filtering at the same time issue.

2. Fixed GUI show allowed char for setting of Device name and Local Domain name.

3. Fixed Link-local only for IPv6 issue.

4. Fixed login format same as DIR-655.

5. Fixed the wps_pin and wps_default_pin is changed to 00000000 when we do reset to
unconfigured.

6. Fixed the wps_pin value is changed to default pin when device is reboot.

7. Fixed Manual Uplink speed issue.

8. Add HTTPS option.

9. Fixed DCC cause user could not access internet.

10. Fixed SSID string display for Widget/Gadget.

11. Fixed BT Test fail => DUT will reboot when TCP sessions over 1200

12. Verify BT Cert.

13. Modify IPv6 PPPoE DNS Setting only can set specific DNS server.

14. Fixed when set "http://" inf url filter, the function will fail.

15. Fixed SSID cannot display '\' on status page.

16. Fixed port forwarding cannot save over 8 rules.

17. Fixed when Enable "Turn MAC Filtering ON and ALLOW computers listed to access the
network" function and no input any MAC Address rule, it should appear warning message.
18. Fixed Help page don't need "BigPond Connection" description.

19. Fixed Help Page does not have "Advanced DNS service" description.

20. Fixed Help Page does not have "USB SETTINGS" description and Hyper-Link Title.
21. Fixed Access Control - MAC Address filter for Block Some Access.

In Status->Logs page, it should display which one MAC address to access, not display IP
Address.

22 .Fixed Set Access control rule — Block All first then set MAC filter ALLOW, that LAN PC can
access Internet.

23. Fixed Device Reboot issue.

24.Changed firmware version to 2.02NA.

Firmware: v2.01NA Build: 32
Hardware: B1
Date: 8, May 2009

Firmware Version: ver2.01NAb32

Firmware Date: Fri, 8, May, 2009

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0051, Date: Tue, 5, May, 2009
Application: 2.0, Build: 0998, Date: Thu, 7, May, 2009

WLAN Version: ap94-7.3.0.322, Build: 0025, Date: Fir, 25, Apr, 2009



CheckSum: 0x07F0804A

Problems Resolved:
1. Changed firmware version to 2.01

Firmware: v2.00NA Build: 31
Hardware: B1
Date: 7, May 2009

Firmware Version: ver2.00NAb31

Firmware Date: Thu, 7, May, 2009

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0051, Date: Tue, 5, May, 2009
Application: 2.0, Build: 0998, Date: Thu, 7, May, 2009

WLAN Version: ap94-7.3.0.322, Build: 0025, Date: Fir, 25, Apr, 2009
CheckSum: 0x07F1D553

Problems Resolved:

modify CONFIG_AG7100_LEN_PER_TX_DS=512

Support Mac Safari can display autograph pictures.

Support Advanced DNS.

Support Schedule cannot over 24HR issue.

Restore 802.11b

Fixed cipher type default is TKIP and AES on wizard.

Fixed 802.11n only not support WPA-Enterprise TKIP.

Fixed schedule can't select data that include space char.

Fixed can't save space char.

10. Modify cipher type from TKIP to both.

11. Fixed wireless title error word string.

12. Removed advanced wireless - Extra Wireless Protection help file.

13. Fixed WPS does not support WEP-Shared KEY and WPA-Enterprise.

14. Fixed WAN disconnect or release Network Status still show Establishing (include
DHCP/PPPOE/PPTP/L2TP).

15. Fixed the countdown = 40s when setting internet.

16. Removed RTS Threshold on help.

17. Removed ap mode.

CoNoA~LONE

Firmware: v2.00NA Build: 30
Hardware: B1
Date: 15, Apr 2009

Firmware Version: ver2.00NAb30

Firmware Date: Wed, 15, Apr, 2009

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0044, Date: Wed, 15, Apr, 2009
Application: 2.0, Build: 0959, Date: Wed, 15, Apr, 2009

WLAN Version: ap94-7.3.0.322, Build: 0022, Date: Wed, 15, Apr, 2009

Problems Resolved:
1. Support ap mode.

Firmware: v2.00NA Build: 29
Hardware: B1
Date: 03, Apr 2009

Firmware Version: ver2.00NAb29
Firmware Date: Fri, 03, Apri, 2009



KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0042, Date: Tue, 31, Mar, 2009
Application: 2.0, Build: 0934, Date: Thu, 2, Apr, 2009

WLAN Version: ap94-7.3.0.265, Build: 0020, Date: Tue, 03, Mar, 2009
CheckSum: OX7EC4799

Problems Resolved:
1. To modify error string.
2. Fixed: Incorrect warning message after input graphical ID and hit "Enter". But to enter Web GUI
is OK after clicked "OK" on the pop-up warning
3. Fixed:1. Set one MAC Address Filter list and select ALLOW (DENY) option.
2. Click "Clear" button.
3. Select "Turn MAC Filtering OFF" option. Display a warning message.
4. Fixed: When set QoS Priority over 1~ 8 ranges, and then click "Save Settings" button. It will
appear the warning message, but click "OK" button that it change to Saving page.
5. Fixed Wireless client site survey will get none security when router set Channel Width
auto(20/40) in wpa2-AES and WPS not disable.
6. Fixed Setting EAP does not warning messenger when WPS enable.

Firmware: v2.00NA Build: 28
Hardware: B1
Date: 02, Apr 2009

Firmware Version: ver2.00NAb28

Firmware Date: Thu, 02, Apri, 2009

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0042, Date: Tue, 31, Mar, 2009
Application: 2.0, Build: 0934, Date: Thu, 2, Apr, 2009

WLAN Version: ap94-7.3.0.265, Build: 0020, Date: Tue, 03, Mar, 2009
CheckSum: 0x7EC620B

Problems Resolved:

1. To modify USB string "My usb type is:"

2. To change the wording, "Network USB" instead of "SharePort", including Support and Helpful
Hit page

3. To Hide 3G Adapter and the related setting in "USB Setting" and "INTERNET"

4. Update Purple 10T and Canada's PPPOE issue.

Firmware: v2.00NA Build: 27
Hardware: B1
Date: 18, Feb 2009

Firmware Version: ver2.00NAb27

Firmware Date: Wed, 18, Feb, 2009

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0032, Date: Mon, 16, Feb, 2009
Application: 2.0, Build: 0811, Date: Mon, 16, Feb, 2009

WLAN Version: ap94-7.3.0.265, Build: 0017, Date: Tue, 10, Feb, 2009
CheckSum: 0x7DD4FB9

Problems Resolved:

1. Fixed when save settings in any page that show erroe strings.

2. Modify 2.4G wireless options Default is "Mixed 802.11n and 802.11g" .

3. Fixed when wireless schedule is due but wireless radion is enable, wireless can't hide in device

page.



Firmware: v2.00NA Build: 26
Hardware: B1
Date: 17, Feb 2009

Firmware Version: ver2.00NAb26

Firmware Date: Tue, 17, Feb, 2009

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0032, Date: Mon, 16, Feb, 2009
Application: 2.0, Build: 0811, Date: Mon, 16, Feb, 2009

WLAN Version: ap94-7.3.0.265, Build: 0017, Date: Tue, 10, Feb, 2009
CheckSum: Ox7DCE5AO

Problems Resolved:
1. Fixed WAN port connected at 1Gbps but there's no 1G option inside "WAN Port Speed".
2. Fixed 1. Set Web Filter to block "google.com"
2. Set Access Control rule of "Block some access" and apply "Web Filter" to LAN PC_A
** Now LAN PC_A cannot browse any website except www.google.com **
3. Clear Web Filter and click save settings** Now Access
3. Fixed Using "Manual Uplink Speed" and set QoS Engine rules.After disabling "WAN Traffic
Shaping", the manually configured uplink speed and QoS engine rules are still taking effect.
4. Fixed The uplink speed could not be measured when QoS function enabled.
5.Modify version.

Firmware: v2.00 Build: 25
Hardware: B1
Date: 16, Feb 2009

Firmware Version: ver2.00b25

Firmware Date: Mon, 16, Feb, 2009

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0032, Date: Mon, 16, Feb, 2009
Application: 2.0, Build: 0809, Date: Mon, 16, Feb, 2009

WLAN Version: ap94-7.3.0.265, Build: 0017, Date: Tue, 10, Feb, 2009
CheckSum: 0x7DCD67C

Problems Resolved:
1. Fixed Set the Wan type for 3G, than start the DDNS service but the DDNS status always
display "Disconnect".
2. Fixed WAN port connected at 1Gbps but there's no 1G option inside "WAN Port Speed".
3. Fixed 1. Set Web Filter to block "google.com"

2. Set Access Control rule of "Block some access" and apply "Web Filter" to LAN PC_A

** Now LAN PC_A cannot browse any website except www.google.com **

3. Clear Web Filter and click save settings** Now Access
4. Fixed Using "Manual Uplink Speed" and set QoS Engine rules.After disabling "WAN Traffic
Shaping", the manually configured uplink speed and QoS engine rules are still taking effect.
5. Fixed Option name of "Eanble QoS Engine" under WAN Traffice Shaping should be  "Enable
WAN Traffice Shaing"
6. Fixed Dialogue of a warning message is showing incorrect words.
The pop-up dialogue appears when select "Define a new schedule” during editing access control
rule.
7. Fixed The “Server name / IP” field for PPTP / L2TP should avoid user to input illegal IP, for
example: “0.0.0.0”, “255.255.255.255"
8. Fixed The uplink speed could not be measured when QoS function enabled.
9. Fixed When we disable or enable "WI_FI Protected setup” and save it,but show error
message.



Firmware: v2.00 Build: 24
Hardware: B1
Date: 4, Feb 2009

Firmware Version: ver2.00b24

Firmware Date: Wed, 4, Feb, 2009

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0026, Date: Thu, 22, Jan, 2009
Application: 2.0, Build: 0770, Date: Wed, 4, Feb, 2009

WLAN Version: ap94-7.3.0.265, Build: 0015, Date: Tue, 23, Dec, 2008
CheckSum: OX7TE9ABAS

Problems Resolved:
1. Fixed warning messages when setting 3G USB/ Network USB.
2. Fixed WAN type is 3G USB, then countdown is 75s.

Firmware: v2.00 Build: 23

Hardware: B1

Date: 23, Jan 2009

Firmware Version: ver2.00b23

Firmware Date: Fri, 23, Jan, 2009

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0026, Date: Thu, 22, Jan, 2009
Application: 2.0, Build: 0752, Date: Thu, 22, Jan, 2009

WLAN Version: ap94-7.3.0.265, Build: 0015, Date: Tue, 23, Dec, 2008
CheckSum: Ox7E96953

Problems Resolved:

1. Support AuthGraph function.

2. Add USB Ul warning messages.

3. Fixed WPS Enable , WPA - TKIP is fail.

Firmware: v2.00 Build: 22

Hardware: B1

Date: 20, Jan 2009

Firmware Version: ver2.00b22

Firmware Date: Tue, 20, Jan, 2009

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0025, Date: Tue, 20, Jan, 2009
Application: 2.0, Build: 0747, Date: Tue, 20, Jan, 2009

WLAN Version: ap94-7.3.0.265, Build: 0015, Date: Tue, 23, Dec, 2008
CheckSum: 0x7E95430

Problems Resolved:
1. Add wan 3G page

Firmware: v2.00 Build: 21

Hardware: B1

Date: 14, Jan 2009

Firmware Version: ver2.00020

Firmware Date: Thu, 8, Jan, 2009

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0022, Date: Wed, 07, Jan, 2009
Application: 2.0, Build: 0692, Date: Thu, 8, Jan, 2009

WLAN Version: ap94-7.3.0.265, Build: 0015, Date: Tue, 23, Dec, 2008
CheckSum: 0x07BED988

Problems Resolved:
1. Fixed TSD-Bug#20: When we push the advance button in main wireless and guest zone, but



display error format.

2. Fixed TSD-Bug#16: When setting Special AP--> PalTalk, the protocol type for firewall should
display "Any" not "TCP".

3. Fixed TSD-Bug#23: Virtual Server --> H.323. Open Netmeeting in Wan PC and Lan PC,but
Wan PC can't connect to Lan PC.

4. Fixed when wireless 2.4GHz/5GHz Band disable, guest zone 2.4GHz/5GHz Band should be
disable.

Firmware: v2.00 Build: 20

Hardware: B1

Date: 8, Jan 2009

Firmware Version: ver2.00b20

Firmware Date: Thu, 8, Jan, 2009

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0022, Date: Wed, 07, Jan, 2009

Application: 2.0, Build: 0692, Date: Thu, 8, Jan, 2009

WLAN Version: ap94-7.3.0.265, Build: 0015, Date: Tue, 23, Dec, 2008

CheckSum: 0x07B75FEO

Problems Resolved:

1. Verified TSD-Bug#22: Error format for support menu.

2. Verified TSD-Bug#20:When we push the advance button in main wireless and guest zone, but
display error format.

3. Verified TSD-Bug#19: RTSP ALG Fail.

4. Verified TSD-Bug#16: When setting Special AP--> PalTalk, the protocol type for firewall should
display "Any" not "TCP".

5. Fixed TSD-Bug#14: The support menu of advanced should be modified.

6. Fixed TSD-Bug#13: For support page, when we click Advanced of Manu, the page shows error
format.

7. Fixed TSD-Bug#12: Click "Advanced" of support menu very slowly.

8. Fixed TSD-Bug#10: Wireless client connect to Guest Zone, but can't display in status of
wireless page.

9. Fixed TSD-Bug#9: Manual Wireless Connection Setup->Visibility Status Fail.

10. Fixed TSD-Bug#7: WI_FI Protected Setup-->Transmit Power display error.

11. Fixed TSD-Bug#5: When we click "Lock Wireless Security Settings" and save it. This function
can not be select.

12. Fixed TSD-Bug#2: When click "Manual Internet Connection Setup”, than the "USB SETTING"
Page will be lose.

13. Fixed TSD-Bug#1: Remove "3G USB Adapter".

14. Fixed SPI function default enable.

15. Add blocked url to redirect the reject page by crowd control(http proxy).

Firmware: v2.00 Build: 19

Hardware: B1

Date: 25, Dec 2008

Firmware Version: ver2.00b19

Firmware Date: Thu, 25, Dec, 2008

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0019, Date: Thu, 25, Dec, 2008
Application: 2.0, Build: 0658, Date: Wed, 24, Dec, 2008

WLAN Version: ap94-7.3.0.265, Build: 0015, Date: Tue, 23, Dec, 2008
CheckSum: 0x07B707C8

Problems Resolved:

1. Fixed RTSP issue.

2. Fixed support pages wording error.

Firmware: v2.00 Build: 18
Hardware: B1



Date: 23, Dec 2008

Firmware Version: ver2.00b18

Firmware Date: Thu, 23, Dec, 2008

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0018, Date: Mon, 15, Dec, 2008
Application: 2.0, Build: 0651, Date: Mon, 22, Dec, 2008

WLAN Version: ap94-7.3.0.265, Build: 0015, Date: Tue, 23, Dec, 2008
CheckSum: 0x07B7A08E

Problems Resolved:

1.Fixed wireless 5G Band mode display wpa-enterprise error.
2.Fixed Ul wording.

3.Modify WAN Ping respond default value : 0

4.Modify Multicast Strams default value : 0

5.Add SMTP server port.

Firmware: v2.00 Build: 17

Hardware: B1

Date: 18, Dec 2008

Firmware Version: ver2.00b17

Firmware Date: Thu, 18, Dec, 2008

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0018, Date: Mon, 15, Dec, 2008
Application: 2.0, Build: 0637, Date: Thu, 18, Dec, 2008

WLAN Version: ap94-7.3.0.235, Build: 0014, Date: Thu, 04, Dec, 2008
CheckSum: 0x07B7B1B9

Problems Resolved:

1.Fixed routing rule can set same Destination IP/interface.
2.Set default Admin/User password field blank.

3.Fixed password is plain text on wizard.

4.Fixed can setting Wake-on-Lan IP=x.x.x.255.

5.Fixed wireless domain format should be capital on chkist.

Firmware: v2.00 Build: 16

Hardware: B1

Date: 12, Dec 2008

Firmware Version: ver2.00b16

Firmware Date: Fri, 12, Dec, 2008

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0016, Date: Thu, 4, Dec, 2008
Application: 2.0, Build: 0628, Date: Fri, 12, Dec, 2008

WLAN Version: ap94-7.3.0.235, Build: 0014, Date: Thu, 04, Dec, 2008
CheckSum: 0x07B576D2

Problems Resolved:
1.Fixed routing rule can set same Destination IP/interface.
2.Modify only change SSID/Security then wps configured.

Firmware: v2.00 Build: 15

Hardware: B1

Date: 10, Dec 2008

Firmware Version: ver2.00b15

Firmware Date: Wed, 10, Dec, 2008

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0016, Date: Thu, 4, Dec, 2008
Application: 2.0, Build: 0620, Date: Wes, 10, Dec, 2008

WLAN Version: ap94-7.3.0.235, Build: 0014, Date: Thu, 04, Dec, 2008
CheckSum: 0x07B6650E

Problems Resolved:



1. Fixed 5g WLAN MAC 1 error on chklst.txt
2. fixed QoS Engine can't disabled.

Firmware: v2.00 Build: 14

Hardware: B1

Date: 5, Dec 2008

Firmware Version: ver2.00b14

Firmware Date: Fri, 5, Dec, 2008

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0016, Date: Thu, 4, Dec, 2008
Application: 2.0, Build: 0612, Date: Fri, 05, Dec, 2008

WLAN Version: ap94-7.3.0.235, Build: 0014, Date: Thu, 04, Dec, 2008
CheckSum: 0x07B66DFE

Problems Resolved:

1. Test Vista Logo (IPv6 Items)

2. fixed QoS can't measured speed in some environment because trace router is fail so modify
the trace router used more time.

Firmware: v2.00 Build: 13

Hardware: B1

Date: 4, Dec 2008

Firmware Version: ver2.00b13

Firmware Date: Thu, 4, Dec, 2008

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0016, Date: Thu, 4, Dec, 2008
Application: 2.0, Build: 0610, Date: Wed, 03, Dec, 2008

WLAN Version: ap94-7.3.0.235, Build: 0014, Date: Thu, 04, Dec, 2008
CheckSum: 0x07B737DA

Problems Resolved:

1. Test Vista Logo (IPv6 Items)

2. Fixed Measured Uplink Speed of QoS

3. Fixed Service Name of PPPOE setting

Firmware: v2.00 Build: 12
Hardware: B1
Date: 28, Nov 2008
Firmware Version: ver2.00b12
Firmware Date: Fri, 28, Nov, 2008
KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0014, Date: Fri, 28, Nov, 2008
Application: 2.0, Build: 0598, Date: Fri, 28, Nov, 2008
WLAN Version: ap94-7.3.0.235, Build: 0013, Date: Thr, 27, NOV, 2008
CheckSum: 0x074A54BD
Problems Resolved:
1. Test Vista Logo
2. Test BT function
3. WPS lock issue.
4. Fixed QOS rule setting.
5. Fixed QRS for 5G: When execute T61 on QRS and close. And execute QRS again will cause
Blue screen.
6. Fixed WPS for 5G: To ADT
-Both enable wireless band 2.4GHz & 5GHz, only use PBC or PIN CODE on 5GHz, SSID will
display that 2.4GHz's SSID not 5GHz when wireless client connected.
7. Fixed Wireless Lan2 MAC Address.
8. Fixed site survey 5G SSID is "dlink" not "dlink_media", but default is dlink_media.
9. Fixed 5GHz channel 165 is error.
10.Fixed 5GHz WPS reset to unconfigured cannot work.
11.In backup mode => Status LED Blinking => need to upgrade boot loader form GUI



Firmware: v2.00 Build: 11

Hardware: B1

Date: 24, Nov 2008

Firmware Version: ver2.00b11

Firmware Date: Mon, 24, Nov, 2008

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0013, Date: Mon, 24, Nov, 2008
Application: 2.0, Build: 0587, Date: Mon, 24, Nov, 2008

WLAN Version: ap94-7.2.0.164, Build: 0012, Date: Mon, 24, NOV, 2008
CheckSum: 0x0745D073

Problems Resolved:

1. Add adv_wps_setting.asp

2. Add ALG setting on firewall setting.

3. Add QOS rule setting and help texts.

4. Update QRS for 5G

5. Update WPS for 5G---To ADT

6. Internet LED when bootup.

Firmware: v2.00 Build: 10

Hardware: B1

Date: 14, Nov 2008

Firmware Version: ver2.00b10

Firmware Date: Fri, 14, Nov, 2008

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0011, Date: Fri, 14, Nov, 2008
Application: 2.0, Build: 0570, Date: Fri, 14, Nov, 2008

WLAN Version: ap94-7.2.0.164, Build: 0011, Date: Fri, 14, NOV, 2008
CheckSum: 0x0744FD41

Problems Resolved:

1. Add new item and set nvram "wan_port_speed=giga"

2. Modify the time for Newfoundland as GMT-03:00 in the dropdown list. It should be GMT-03:30.
3. Modify DHCP scope will update automatically when user changes the router IP.
4. Move the WPS option to Advanced setting page.

5. Add schedule option both in wireless/guest zone setting pages.

6. Passed 802.11n Wi-Fi WMM certification.

Firmware: v2.00 Build: 09

Hardware: B1

Date: 4, Nov 2008

Firmware Version: ver2.00b09

Firmware Date: Tue, 4, Nov, 2008

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0009, Date: Tue, 04, Nov, 2008
Application; 2.0, Build: 0548, Date: Tue, 04, NOV, 2008

WLAN Version: ap94-7.2.0.156, Build: 0009, Date: Tue, 28, Oct, 2008
CheckSum: 0x07450723

Problems Resolved:

1. Fixed Online check firmware version fail

Firmware: v2.00 Build: 08

Hardware: B1

Date: 30, Oct 2008

Firmware Version: ver2.00b08

Firmware Date: Thu, 30, Oct, 2008

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0007, Date: Wes, 22, Oct, 2008
Application: 2.0, Build: 0545, Date: Wed, 29, Oct, 2008

WLAN Version: ap94-7.2.0.156, Build: 0009, Date: Tue, 28, Oct, 2008
CheckSum: 0x07439873

Problems Resolved:



1.Fixed PPPOE fail.

Firmware: v2.00 Build: 07
Hardware: B1
Date: 28, Oct 2008
Firmware Version: ver2.00b07
Firmware Date: Tue, 28, Oct, 2008
KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0007, Date: Wes, 22, Oct, 2008
Application: 2.0, Build: 0538, Date: Tue, 28, Oct, 2008
WLAN Version: ap94-7.2.0.156, Build: 0009, Date: Tue, 28, Oct, 2008
CheckSum = 0x07436C35
Problems Resolved:
1.Fixed Online check firmware version fail.
2.Fixed PPPoE default MTU 1492 is fail.
3.Fixed device will crash when set SSID both 2.4G&5G.
4.Fixed device information page issue.
5.Fixed default 2.4G SSID=dlink, default 5G SSID=dlink_media
Default 2.4G guest zone SSID=dlink_guest, default guest zone 5G SSID=dlink_media_guest

Firmware: v2.00 Build: 06

Hardware: B1

Date: 23, Oct 2008

Firmware Version: ver2.00b06

Firmware Date: Thu, 23, Oct, 2008

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0007, Date: Wes, 22, Oct, 2008
Application: 2.0, Build: 0533, Date: Thu, 23, Oct, 2008

WLAN Version: ap94-7.2.0.156, Build: 0008, Date: Mon, 20, Oct, 2008
CheckSum = 0x0743163F

Problems Resolved:

1.Fixed 5GHZ WEP-Security->wireless client connect fail.

2.Fixed WPA option cannot display normal after guest zone setting.
3.Fixed Firewall setting a TCP Endpoint filter port and address Restricted fail .
4.Fixed IPV6 6in4 fail

5.Fixed IPV6 6to4 fall

6.Fixed IPV6 pppoe fail

7.Fixed System check IPV6 fail

8.Fixed PPPOE default mtu 1492 fail

Firmware: v2.00 Build: 05

Hardware: B1

Date: 20, Oct 2008

Firmware Version: ver2.00b05

Firmware Date: Mon, 20, Oct, 2008

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0005, Date: Wes, 15, Oct, 2008
Application: 2.0, Build: 0526, Date: Fri, 17, Oct, 2008

WLAN Version: ap94-7.2.0.156, Build: 0008, Date: Mon, 20, Oct, 2008
CheckSum = 0x07456B78

Problems Resolved:

1.Fixed 5GHZ WEP-Security->wireless client connect fail.

2.Fixed 5GHz WPA-PSK Security->wireless client can connect if none security.
3.Fixed Guest-Zone 2.4GHz 5GHz WEP-Security-Ascill that client connect fail.
4.Fixed Guest-Zone 5GHZ -->WEP connect fail. .

5.Fixed Guest-Zone 2.4GHZ off , 5GHZ WPA-PSK,->wireless client can connect if none security. .
6.Fixed wireless MAC address of chklst.txt error.

7.Fixed WPA option cannot display normal after guest zone setting.

8.Add USB Setting page.



9.Add Routing Setting page.

Firmware: v2.00 Build: 04

Hardware: B1

Date: 15, Oct, 2008

Firmware Version: ver2.00b04

Firmware Date: Wed, 15, Oct, 2008

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0005, Date: Wes, 15, Oct, 2008

Application: 2.0, Build: 0519, Date: Wed, 15, Oct, 2008

WLAN Version: ap94-7.2.0.156, Build: 0007, Date: Wes, 15, Oct, 2008

CheckSum = 0x074640CA

Problems Resolved:

1.Fixed WPA-PSK & WPS function cannot setting at the same time cause device crash.
2.Fixed 5GHZ WEP-Security->wireless client connect fail.
3.Fixed 5GHz WPA-PSK Security->wireless client can connect if none security.
4.Fixed Guest-Zone 2.4GHz WEP-Security-Ascill that client connect fail.
5.Fixed Guest-Zone 5GHZ -->WEP connect fail.
6.Fixed Guest-Zone 2.4GHZ off , 5GHZ WPA-PSK,->wireless client can connect if none security.
7.Fixed wireless MAC address of chkist.txt error.
8.Fixed the SSID is same both on 2.4G/5G HZ in device information page.
9.Fixed WPA option cannot display normal after guest zone setting.
10.Add USB Setting page.
11.Add Routing Setting page.

Firmware: v2.00 Build: 03

Hardware: B1

Date: 1, Oct, 2008

Firmware Version: ver2.00b03

Firmware Date: Wed, 1, Oct, 2008

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0004, Date: Tue, 30, Sep, 2008
Application: 2.0, Build: 0510, Date: Tue, 30, Sep, 2008

WLAN Version; ap94-7.2.0.156, Build: 0005, Date: Tue, 30, Sep, 2008
CheckSum = 0x07C83546

Problems Resolved:

1. Fixed during upgrade, Hardware version should be B1.

2. Fixed Schedule cannot update when doesn’t setting any rules on application/port
forwarding/virtual server.

. Fixed PORTFORWARD only can set 6 rules.

. Fixed Advance wireless --> DTIM Interval always is 1.

. Fixed Advance wireless --> WMM can't disable.

. Fixed Advance wireless --> WLAN partition is fail.

. Fixed Advance wireless --> fragmentation is fail

. Fixed SSID cannot use wildcard.

. Fixed Guest zone -->Enable routing between zones is fail.

10. Fixed 5GHZ wireless cannot work.

11. Fixed 2.4Ghz wireless instable.

12. Fixed when wireless card connected, then Web Page/Device will crash.
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Firmware: v2.00 Build: 02

Hardware: B1

Date: 22, Sep, 2008

Firmware Version: ver2.00b02

Firmware Date: Mon, 22, Sep, 2008

KERNEL: 2.6.15-mips, SDK: 2.0, Build: 0002, Date: Mon, 22, Sep, 2008
Application: 2.0, Build: 0499, Date: Mon, 22, Sep, 2008



WLAN Version: ap94-7.2.0.143, Build: 0004, Date: Sat, 20, Sep, 2008
CheckSum = 0x7C7B904
Problems Resolved:

Firmware: v2.00 Build: 01
Hardware: B1
Date: 14, Aug, 2008

1. Apps Version: Ath-M-2008-08-16-0420
2. Kernel Version: AR7161-2008-07-11-0001
3. Wireless Version: AP94-2008-08-14-0003

Problems Resolved & Enhancements:
1. First Release.



