Project Name: DSP-W215
HW version: A1

Region/OEM code: Default

WLAN Domain: 0x10/FCC
Channel List: 


2.4GHz: 1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 11
Firmware Query URL: http://wrpd.dlink.com.tw/router/firmware/query.asp?model=DSP-W215_Ax_Default
Flash size: 8MB

DRAM size: 64MB
Firmware: v1.00 Build: 23
Hardware: A1

Date: Jan, 14, 2014
Firmware Version: ver1.00b23
Firmware Date: Tue, 14 Jan 2014

KERNEL: 2.6.31, Build: 0066, Date: Thu, 31, Oct, 2013

Application: 2.0, Build: 0491, Date: Mon, 13, Jan, 2014

WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012
checksum: 0x07BB6B86
Problems Resolved:
1. Fix WPS LED not correct for a while at beginning WPS

Enhancements: 
Firmware: v1.00 Build: 22
Hardware: A1

Date: Jan, 14, 2014
Firmware Version: ver1.00b22
Firmware Date: Tue, 14 Jan 2014

KERNEL: 2.6.31, Build: 0066, Date: Thu, 31, Oct, 2013

Application: 2.0, Build: 0491, Date: Mon, 13, Jan, 2014

WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012
checksum: 0x07BB6A01
Problems Resolved:
2. Fix WPS issue not easy connect to AP when DUT restore to default.
Enhancements: 
Firmware: v1.00 Build: 21
Hardware: A1

Date: Jan, 14, 2014
Firmware Version: ver1.00b21

Firmware Date: Tue, 14 Jan 2014

KERNEL: 2.6.31, Build: 0066, Date: Thu, 31, Oct, 2013

Application: 2.0, Build: 0491, Date: Mon, 13, Jan, 2014

WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012
checksum: 0x07BA9C99
Problems Resolved:
3. Fix WPS issue:
a. 505, 510L, 868L, 845L 100% connect success. Please test 5 times for each AP
b. Take 60 seconds to do WPS. -> LED become green solid.
c. If the WPS fail, DUT will green blinking 120 seconds or not.
Enhancements: 
Firmware: v1.00 Build: 20
Hardware: A1

Date: Jan, 03, 2014
Firmware Version: ver1.00b20

Firmware Date: Fri, 03 Jan 2014

KERNEL: 2.6.31, Build: 0066, Date: Thu, 31, Oct, 2013

Application: 2.0, Build: 0488, Date: Fri, 03, Jan, 2014

WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012
checksum: 0x07BC8DD6
Problems Resolved:
1. Fix enter the wrong password when rootap security mode is wep, AP mode will disappear.

2. Fix when first time setting, sometimes see offline.
3. Filter all others new firmware available notification except reboot and 7 days.
4. Fix can not view the data, when the schedule name is input Korean characters.
5. iOS app v100b27; Android app v1.0.0.26
Enhancements: 
[DSP-W215A1 v1.00BKB08 Release note]
Firmware Version: ver1.00BKb08
Firmware Date: Fri, 03 Jan 2014

checksum: 0x07BC2776
Firmware: v1.00 Build: 19
Hardware: A1

Date: Dec, 30, 2013

Firmware Version: ver1.00b19
Firmware Date: Mon, 30 Dec 2013

KERNEL: 2.6.31, Build: 0066, Date: Thu, 31, Oct, 2013

Application: 2.0, Build: 0486, Date: Mon, 30, Dec, 2013
WLAN Version: ap121-9.2.0.915, Build: 0009, Date: Mon, 30, Dec, 2013
checksum: 0x07BAB41B
Problems Resolved:
Pre-test bug:

1. Fix schedule time set is blank but power usage display have value.
2. Fix LED is incorrect, DUT can work, but the LED flashes orange

Webber:

3. Fix the Year power usage is not correct

4. Fix SSID appear again when root ap changed to other one even smart plug connectto uplink correctly

5. push notify support auto trigger.

6. Fix Time is not correct

7. Fix app will switch offline between and online in the first minute of DUT conntect to root AP

Firmware: v1.00 Build: 18
Hardware: A1

Date: Dec, 25, 2013

Firmware Version: ver1.00b18

Firmware Date: Wed, 25 Dec 2013

KERNEL: 2.6.31, Build: 0066, Date: Thu, 31, Oct, 2013

Application: 2.0, Build: 0481, Date: Wed, 25, Dec, 2013

WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012
checksum: 0x07BB9651
Problems Resolved:
Pre-test bug:

1. Fix schedule time set is blank but power usage display have value.
TSD bug:
1. 0028570: Sometimes DUT is unable to remove from Mydlink website account after excuting factory reset function.
2. 0028569: When the new firmware name contain "beta" in the upgrade server, DUT will fail to dowmload it.
3. 0028538: 
	4. 
	Sometimes, using the factory reset function in Information in invalid.
Symptoms are listed below:

1. DUT LED will still turn back to solid green after the process finished.
2. Can not find DUT SSID in site survey list.
3. set i-device connect back to router, not find DUT in APP plug list.


4. 0028503: When set more than one DUT to connect to root router, whatever WPS or manually setup, there will only one DUT appear in plug list. All the DUTs' LED show solid green light. Check the mDNS, it also will have only one DUT response.
5. 0028502: when no electronics are pluged into DUT and relay does not turn on, the power usage record still will accumlate data on it.
RD bug:

1. Fix if rootAP not connect to internet, use correct manual time.
2. Speed up the response of Relay on/off.
3. Fix when use APP change to timezone include "-"(ex:GMT-8:00), schedule can't enable.
Enhancements: 
Note:
1. Add keep alive for prolific daemon.
2. Add sp_time_zone key to save the timezone from SetSPTime.
Firmware: v1.00 Build: 17
Hardware: A1

Date: Dec, 20, 2013

Firmware Version: ver1.00b17

Firmware Date: Fri, 20 Dec 2013

KERNEL: 2.6.31, Build: 0066, Date: Thu, 31, Oct, 2013

Application: 2.0, Build: 0478, Date: Fri, 20, Dec, 2013

WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012
checksum: 0x07BAA945
Problems Resolved:
1. Reference v1.00B16Beta01 fix bug.

2. Fix firmware query fail when file name write 'beta'.
3. Fix PushNotify test case using error eventMessage format.
4. Fix memory leak : dynamic variable initialize and link-list free issue.
5. Fix: CPE could not log when offline.
6. Fix when schedule name have '<', will return &amp;lt;.
7. Update for fix mydlink binding issue.
8. Fix GetOverHeatProtection return <Threshold>107.5999rowid</Threshold>.
9. Fix mDNS response failure IP Address 10.10.10.10.
10. Use iOS v1.00b22, Android ver1.0.0.21.
Enhancements: 
Note:
1. Change LED in relay function.
2. Add Queue support to handle signal. 
3. Bubble sort support double link list.
4. Add SIG_LOG_DUMP_LINK SIG_LOG_DEL for debug.
5. Support MAX_LOG_NUM 8000 & TRIM_NUM 5000*5. 
6. Do not restart avahi-daemon, when dtag, usrtag changed.
Firmware: v1.00 Build: 16Beta01
Hardware: A1

Date: Dec, 17, 2013

Firmware Version: ver1.00b16Beta01

Firmware Date: Tue, 17 Dec 2013

KERNEL: 2.6.31, Build: 0066, Date: Thu, 31, Oct, 2013

Application: 2.0, Build: 0473, Date: Tue, 17, Dec, 2013

WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012 checksum: 0x07BBB061
Problems Resolved:
1. Change sp_ohp_tbl and sp_pc_tbl default setting.
2. After app set restore_to_default , after revocery nvram to default, app still save setting when DUT in sleep step, default value might be change by apps setting.
3. When dtag=1 not set the uplink network.
4. Add fake ipaddress 10.101.101.20 for fix uplink fail when uplink subnet is the same as default ip 192.168.0.60.
5. Remove the CheckRelayValue() and send triple commands at one time to coordinate the meter over-temperature and over-current protection.
6. Remove ath0 from br0.
7. Allow-interface of avahi-daemon set as br0,ath0.
8. Not retry when send_http_req timeout.
Enhancements: 
Firmware: v1.00 Build: 16
Hardware: A1

Date: Dec, 13, 2013

Firmware Version: ver1.00b16

Firmware Date: Fri, 13 Dec 2013

KERNEL: 2.6.31, Build: 0066, Date: Thu, 31, Oct, 2013

Application: 2.0, Build: 0470, Date: Fri, 13, Dec, 2013

WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012 checksum: 0x07BADB12
Problems Resolved:
1. Reference v1.00B15Beta02,03,04 fix bug.
Enhancements: 
Firmware: v1.00 Build: 15Beta04
Hardware: A1

Date: Dec, 13, 2013

Firmware Version: ver1.00b15Beta04

Firmware Date: Fri, 13 Dec 2013

KERNEL: 2.6.31, Build: 0066, Date: Thu, 31, Oct, 2013

Application: 2.0, Build: 0470, Date: Fri, 13, Dec, 2013

WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012
checksum: 0x07BC126F
Problems Resolved:
1. Fix restore default not remove mydlink device in web page.
2. Support new Event message format spec: Event Message Format_v1.00.pdf.
3. Align the log time to 59 second.
Enhancements: 
Firmware: v1.00 Build: 15Beta03
Hardware: A1

Date: Dec, 12, 2013

Firmware Version: ver1.00b15Beta03

Firmware Date: Thu, 12 Dec 2013

KERNEL: 2.6.31, Build: 0066, Date: Thu, 31, Oct, 2013

Application: 2.0, Build: 0467, Date: Thu, 12, Dec, 2013

WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012
checksum: 0x07BBB4F4
Problems Resolved:
1. Modify write log time to 59min,59sec.
Enhancements: 
Firmware: v1.00 Build: 15Beta02
Hardware: A1

Date: Dec, 12, 2013

Firmware Version: ver1.00b15Beta02

Firmware Date: Thu, 12 Dec 2013

KERNEL: 2.6.31, Build: 0066, Date: Thu, 31, Oct, 2013

Application: 2.0, Build: 0467, Date: Thu, 12, Dec, 2013

WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012

checksum: 0x07BAA72A

Problems Resolved:
1. Fix after WPS the dtag not change to sinker
2. Fix Power usage data is not correct, statistics in each hours looks like incremental.(schedule not open but have log.)
Enhancements: 
Firmware: v1.00 Build: 15
Hardware: A1

Date: Dec, 10, 2013

Firmware Version: ver1.00b15

Firmware Date: Tue, 10 Dec 2013

KERNEL: 2.6.31, Build: 0066, Date: Thu, 31, Oct, 2013

Application: 2.0, Build: 0465, Date: Tue, 10, Dec, 2013

WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012
checksum: 0x07BACE68
Problems Resolved:
1. Fix relay freeze and never come back.

2. Fix after a period of time the relay will not switch (on/off).

3. Fix schedule name should be “In Home” Away "Customize 1".
4. Fix relay still got trouble. I found once at 056A after running 2 days. relay can only turn on via apps, but cannot be turned off. By button can be turned on and turned off correctly. LED is off whatever relay turned on or turned off. When I reboot DUT, everything works fine.

5. Fix relay will switch(on/off) but power LED is always green.

6. Fix when DUT enter backup mode, Red LED solid too long in the first time.(v1.00BKB06)
7. Fix Add solid Red indicate when FW is upgrading by App or backup mode. (v1.00BKB06)
8. Fix when DUT upgrade FW from backup mode. LED won’t changed more than 5 mins. FW 1.06 -> 1.08. DUT0562. (v1.00BKB06)
9. Fix WPS connecting time is too long.
10. Fix remove DSP-XXXX_AC status
11. Fix LED status. Uplink ok and ip provisioned from root AP—green.
12. Fix SSID doesn’t hide when DUT connected to uplink
13. Fix FW downloading is always in 0%. what is FW download flow?Please query FW server when App trigger FW upgrade event.
14. Fix mDNS miss when 2 DUTs in the same subnet. One DUT mDNS will disappear.

15. Please reference iOS b20, android b19.
Enhancements: 
[DSP-W215A1 v1.00BKB06 Release note]
Firmware Version: ver1.00BKb06
Firmware Date: Fri, 06 Dec 2013

KERNEL: 2.6.31, Build: 0066, Date: Thu, 31, Oct, 2013

Application: 2.0, Build: 0461, Date: Fri, 06, Dec, 2013

WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012

checksum: 0x07BBF1E6
[Meter Release note]

HEX Version: 2.00B11
HEX Date: Mon 9 Dec 2013

Checksum: 0x1ED6
Problems Resolved:
1. Change Back Meter to 1M, Meter setting was changed by PLL
2. Fixed the "meter do not send status if noe status change"fix the kWh reset command
Firmware: v1.00 Build: 14
Hardware: A1

Date: Dec, 04, 2013

Firmware Version: ver1.00b14
Firmware Date: Wed, 4 Dec 2013

KERNEL: 2.6.31, Build: 0066, Date: Thu, 31, Oct, 2013

Application: 2.0, Build: 0458, Date: Wed, 04, Dec, 2013
WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012

checksum: 0x07BAE3DC
Problems Resolved:
1. Support PushNotify connected home category tag definition1.07
2. Remove DSP-XXXX_AC status

3. Fix SSID doesn’t hide when DUT connected to uplink

4. Fix FW downloading is always in 0%

5. Fix mDNS miss when 2 DUTs in the same subnet.
6. Fix schedule name change when schedule trigger.
Firmware: v1.00 Build: 13
Hardware: A1

Date: Nov, 29, 2013

Firmware Version: ver1.00b13
Firmware Date: Fri, 29 Nov 2013

KERNEL: 2.6.31, Build: 0066, Date: Thu, 31, Oct, 2013

Application: 2.0, Build: 0454, Date: Thu, 28, Nov, 2013

WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012

checksum: 0x07BC175D
Problems Resolved:
1. Fix WPS connecting time is too long, now it will blink orange LED 10 times..

2. Fix LED status. Uplink ok and ip provisioned from root AP—green, now remove the ping action
3. GetSPSSettings,SetSPSSettings,GetSPLogsEx,SetSPTime back to follow 'D-Link HNAP Extension - SmartPlug - v0.9.2' spec.
Enhancements: 
1. enhance connect to RootAP more quickly after WPS
Firmware: v1.00 Build: 12
Hardware: A1

Date: Nov, 28, 2013

Firmware Version: ver1.00b12

Firmware Date: Thu, 28 Nov 2013

KERNEL: 2.6.31, Build: 0066, Date: Thu, 31, Oct, 2013

Application: 2.0, Build: 0453, Date: Thu, 28, Nov, 2013

WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012

checksum: 0x07BB8807

Problems Resolved:
1. Fix site survey list lose channel 5, 7 ,9, 10.
2. Support smartplug category tag definition v1.03.
3. Support smartplug HNAP spec 1.01.
Enhancements: 
Firmware: v1.00 Build: 11
Hardware: A1

Date: Nov, 22, 2013

Firmware Version: ver1.00b11
Firmware Date: Fri, 22 Nov 2013

KERNEL: 2.6.31, Build: 0066, Date: Thu, 31, Oct, 2013

Application: 2.0, Build: 0452, Date: Fri, 22, Nov, 2013
WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012

checksum: 0x07B9DD42
Problems Resolved:
1. Fix LED behavior is not correct when user is in the process WPS(click button first), and then try to reset(press button for 10 seconds). DUT will still blink green for 5 seconds instead of going to reset mode
2. Fix Can’t do firmware upgrade using APP

3. Fix mDNS tage IP is not update when DUT’s IP changed.

4. Fix WPS LED keep 5 seconds (green blink) after press reset button 10 seconds
Enhancements: 
1. Remove ‘ver’ from the firmware version of HNAP GetDeviceSettings

Note: 
Firmware: v1.00 Build: 10
Hardware: A1

Date: Nov, 20, 2013

Firmware Version: ver1.00b10
Firmware Date: Wed, 20 Nov 2013

KERNEL: 2.6.31, Build: 0066, Date: Thu, 31, Oct, 2013

Application: 2.0, Build: 0449, Date: Wed, 20, Nov, 2013
WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012

checksum: 0x07BAAE0A
Problems Resolved:
5. Fix LED status is not correct. why is will show orange solid for couple seconds when boot up? why I will see green when boot up process
6. Fix when DUT enter backup mode, Red LED solid too long in the first time.
7. Fix when DUT upgrade FW from backup mode. LED won’t changed more than 5 mins.
Enhancements: 
2. add check list add relay code version
3. show full FW version at HNAP GetDeviceSettings

4. Add solid Red indicate when FW is upgrading by App or backup mode
Note: 
1. Cant not duplicate DSP.local is not work in backup mode
Firmware: v1.00 Build: 09
Hardware: A1

Date: Mon, 18, 2013

Firmware Version: ver1.00b09
Firmware Date: Mon, 18 Nov 2013

KERNEL: 2.6.31, Build: 0066, Date: Thu, 31, Oct, 2013

Application: 2.0, Build: 0448, Date: Mon, 18, Nov, 2013

WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012

checksum: 0x07BADC97

Problems Resolved:
1. after reset to default, power consumption data need to clean.
2. power usage page looks weird and not correct
Note:

1. Please keep testing relay freeze and never come back problem

2. Test with Meter FW 200B06

Enhancements: 
1. Show Meter FW version information in check list
Firmware: v1.00 Build: 08
Hardware: A1

Date: Nov, 14, 2013

Firmware Version: ver1.00b08
Firmware Date: Thu, 14 Nov 2013

KERNEL: 2.6.31, Build: 0066, Date: Thu, 31, Oct, 2013

Application: 2.0, Build: 0444, Date: Thu, 14, Nov, 2013

WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012

checksum: 0x07BBF81D
Problems Resolved:
3. after reset to default, power consumption data need to clean.
4. power usage page looks weird and not correct
5. schedule name should be "In Home" "Customize 1" (add blank between two words)

6. relay cannot be turned off via apps. By button can be turned on and turned off correctly. LED is always off
7. relay will switch(on/off) but power LED is always green
Note:

3. Please keep testing relay freeze and never come back problem

4. Test with Meter FW 200B05

Enhancements: 
Firmware: v1.00 Build: 07
Hardware: A1

Date: Nov, 08, 2013

Firmware Version: ver1.00b07

Firmware Date: Fri, 8 Nov 2013

KERNEL: 2.6.31, Build: 0066, Date: Thu, 31, Oct, 2013

Application: 2.0, Build: 0440, Date: Fri, 08, Nov, 2013

WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012

checksum: 0x07BC0A04

Problems Resolved:
4. Fixed relay freeze and never come back.
5. Remove Apple’s vendor IE in beacon.

6. Fixed client display the MAC and default MAC is not the same, when the DUT is default.(Show two MAC in chklst.txt)
7. Fixed after a period of time the relay will not switch(on/off).
8. Mydlink website uses remove devices, DUT still not reboot.(Is Mydlink engine issue)

9. Using APP “factory reset” function often can not find the SSID: DSP-XXXX.(No occur. Test for three times, always can restore to default)

10. Incorrect temperature display.(Hardware issue)

11. Change InHome default value is mon-fri 6pm~6am and Away default value is mon-fri 9am~6pm.

12. Power data is not correct.(Please add timezone to test again)

13. HNF->hnf, True/False must to use lowercase in mDNS.

14. Http should not be found in mDNS.
Enhancements: 
Firmware: v1.00 Build: 06beta01
Hardware: A1

Date: Nov, 6, 2013

Firmware Version: ver1.00b06beta01
Firmware Date: Wed, 6 Nov 2013

KERNEL: 2.6.31, Build: 0066, Date: Thu, 31, Oct, 2013

Application: 2.0, Build: 0437, Date: Tue, 05, Nov, 2013

WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012

checksum: 0x07BADC0E

Description:
1. Released for Utility Team to do notify test
Firmware: v1.00 Build: 06
Hardware: A1

Date: Oct, 31, 2013

Firmware Version: ver1.00b06

Firmware Date: Thu, 31 Oct 2013

KERNEL: 2.6.31, Build: 0066, Date: Thu, 31, Oct, 2013

Application: 2.0, Build: 0432, Date: Thu, 31, Oct, 2013

WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012

checksum: 0x07BA81B6

Problems Resolved:
1. Change power default limit to 30kwh, limit value 90% to alert.
2. Sheduler can not set, when default value don’t removed(not reproduce)
3. Change InHome default value is mon-fri 6pm~6am and Away default value is mon-fri 9am~6pm.
4. Change remove “_1” in default schedule name (ex: InHome_1 to InHome).
5. Change behavior when overheat and power consume over, alert is raising trigger.

6. Fixed schedule rules over 46, then restore default, the 46 can’t clear.

7. Fixed GetFirmwareValidation & StartFirmwareDownload not get response and have garbage msg in response xml.

8. Fixed GetFirmwareStatus can’t get the correct value.
Enhancements: 
1. Relay issue(bug)
2. Power data is not correct (testing)

3. After a period of time, the LED flashing(testing)
Firmware: v1.00 Build: 05beta01
Hardware: A1

Date: Oct, 29, 2013

Firmware Version: ver1.00b05beta01

Firmware Date: The, 29 Oct 2013

KERNEL: 2.6.31, Build: 0065, Date: Mon, 30, Sep, 2013

Application: 2.0, Build: 0429, Date: Tue, 29, Oct, 2013

WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012

checksum: 0x07BAA761

Problems Resolved:
1. Modify GetFirmwareStatus, StartFirmwareDownload, GetFirmwareState & DoFirmwareUpgrade to suit new fw_query method.
2. Improve the stability of the interaction between Mother Board(Meter) & Daughter Board(RF).
Enhancements: 
Firmware: v1.00 Build: 05
Hardware: A1

Date: Oct, 24, 2013

Firmware Version: ver1.00b05

Firmware Date: Thu, 24 Oct 2013

KERNEL: 2.6.31, Build: 0065, Date: Mon, 30, Sep, 2013

Application: 2.0, Build: 0427, Date: Thu, 24, Oct, 2013

WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012

checksum: 0x07BB614E

Problems Resolved:
15. Fixed schedule only support 32, should be support to 50.
16. Modify GetSPSSetting & SetSPSSetting commands to SmartPlug v0.9.1 spec.
Enhancements: 
Firmware: v1.00 Build: 04beta01
Hardware: A1

Date: Oct, 22, 2013

Firmware Version: ver1.00b04beta01
Firmware Date: Tue, 22 Oct 2013

KERNEL: 2.6.31, Build: 0065, Date: Mon, 30, Sep, 2013

Application: 2.0, Build: 0424, Date: Tue, 22, Oct, 2013

WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012

checksum: 0x07BC444B
Problems Resolved:
Enhancements: 
1. Checklist support loader information
Firmware: v1.00 Build: 04
Hardware: A1

Date: Oct, 18, 2013

Firmware Version: ver1.00b04

Firmware Date: Fri, 18 Oct 2013

KERNEL: 2.6.31, Build: 0065, Date: Mon, 30, Sep, 2013

Application: 2.0, Build: 0423, Date: Fri, 18, Oct, 2013

WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012

checksum: 0x07BA21D5

Problems Resolved:
1. Support to 50 schedules.
2. Modify StartFirmwareDownload command to suit new fw_query method. (can do the HNAP ‘Auto Firmware Upgrade Flow’).
Enhancements: 
Firmware: v1.00 Build: 03beta03
Hardware: A1

Date: Oct, 17, 2013

Firmware Version: ver1.00b03beta03

Firmware Date: Thu, 17 Oct 2013

KERNEL: 2.6.31, Build: 0065, Date: Mon, 30, Sep, 2013

Application: 2.0, Build: 0421, Date: Thu, 17, Oct, 2013

WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012

checksum: 0x07BB989C

Problems Resolved:
1. Add Zone field in GetSPSSettings & SetSPSSettings.
2. Remove GetSPLSSettings & SetSPLSSettings commands.
3. Add RecordDateTime in SPLogInfo structure (use in GetSPLogs & GetSPLogsEx commands).
4. Add TimeZone value for SetSPTime.
5. Schedule support time zone & support schedule Name to 64 length.

6. Change fw query url model format as "Model_Firmware_MAC". (spec 1.11)
7. Trigger fw query after 10 seconds of get uplink IP address.

Enhancements: 
Firmware: v1.00 Build: 03beta02

Hardware: A1

Date: Oct, 16, 2013

Firmware Version: ver1.00b03beta02

Firmware Date: Wed, 16 Oct 2013

KERNEL: 2.6.31, Build: 0065, Date: Mon, 30, Sep, 2013

Application: 2.0, Build: 0418, Date: Wed, 16, Oct, 2013

WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012

checksum: 0x07BAF4DA

Problems Resolved:
1. GetSPStatus command remove get schedule info and add to get plugname.

2. Fix GetSPLogs can’t use the PageOffSet.

3. Fix GetSPLogsEx can’t get correct value. Support timestamp and timezone.

Enhancements: 
Firmware: v1.00 Build: 03beta01

Hardware: A1

Date: Oct, 9, 2013

Firmware Version: ver1.00b03beta01

Firmware Date: Wed, 9 Oct 2013

KERNEL: 2.6.31, Build: 0065, Date: Mon, 30, Sep, 2013

Application: 2.0, Build: 0414, Date: Wed, 9, Oct, 2013

WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012

checksum: 0x07BAAC94

Problems Resolved:
1. Fix press reset bottom over 10 seconds, LED will go Amber blink.

2. Fix dtag=,

3. fix After enable power consumption, relay always turn off

Enhancements: 
1. Uplink more stable.

2. Connect to uplink Router more quickly

3. Change to fix channel width to 20 Mhz

Firmware: v1.00 Build: 03

Hardware: A1

Date: Oct, 3, 2013

Firmware Version: ver1.00b03
Firmware Date: Thu, 3 Oct 2013

KERNEL: 2.6.31, Build: 0065, Date: Mon, 30, Sep, 2013
Application: 2.0, Build: 0408, Date: Thu, 3, Oct, 2013
WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012

checksum: 0x07BB3DDD
Problems Resolved:
1. Remove SSID tag of mDNS.
2. Fix getlog not support pageoffset

3. Fix after enable power consumption, DUT will auto turn off relay.

4. Fix loading under 10w, the status of App always shows 0

5. Fix the offline offen happens when DUT connect to router.

6. Fix after WPS fail, the LED shows green solid.

7. Fix getlog return date not match the request date

8. Fix push the switch relay buttom, the status of LED, APP’s status is not equal.

Enhancements: 
1. Reduce the response time of switching the relay.
2. Wifi uplink connection is more stable.
Firmware: v1.00 Build: 02

Hardware: A1

Date: Sep, 27, 2013

Firmware Version: ver1.00b02

Firmware Date: Fri, 27 Sep 2013

KERNEL: 2.6.31, Build: 0064, Date: Thu, 12, Sep, 2013

Application: 2.0, Build: 0402, Date: Fri, 27, Sep, 2013

WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012

checksum: 0x07BBE0F5

Problems Resolved:
1. Support GetSPLogsEx of D-Link HNAP Extension – SmartPlug v0.5.

2. Support setmydlink of D-Link HNAP Extension v1.11.

3. When DUT connect to Router by APP, the LED behavior is red light->no light->green light, Fixed the timing of no light is too long.

4. Fixed Product Name include of the front of “D-Link System”, it should be removed.

5. Fixed DUT connect to Router, AP still exist.

6. Fixed relay response slowly.

Enhancements: 
Firmware: v1.00 Build: 01
Hardware: A1

Date: Sep, 11, 2013

Firmware Version: ver1.00b01
Firmware Date: Wed, 11 Sep 2013

KERNEL: 2.6.31, Build: 0063, Date: Fri, 14, Jun, 2013
Application: 2.0, Build: 0395, Date: Wed, 11, Sep, 2013
WLAN Version: ap121-9.2.0.915, Build: 0008, Date: Fri, 03, Aug, 2012
checksum: 0x07BBC899
Problems Resolved:
First release
Enhancements: 
