DGL-4300 Release Notes

Firmware: 1.5 build #02

FW Date: September 23, 2005

Problems Resolved:

1. Sony PSP WPA-PSK fix

New features:
1. Advanced Parental Control (BETA signup @ http://sentinel.dlink.com/)
Firmware: 1.5 build #00

FW Date: September 16, 2005

New features:

1. Advanced Parental Control (BSecure)

2. Pure Networks support

3. Static IP support for PPPoE

4. Dynamic IP support for L2TP and PPTP

5. Wizard for parental control

Problems Resolved:

1. SIP ALG issue with D-Link DVG-1402S VoIP Router.

2. MSN ALG issue with Remote Assistance and White board.

3. Ability to configure (192.168.0.1 and 192.168.0.2) as Virtual Server private IP address.

4. SBC-Yahoo DSL modem when WAN connection is established using the modem’s embedded PPPoE client.

5. DNS Relay feature.

6. Modified GameFuel priority does not get applied to existing sessions. 

Enhancements:

1. Added more UI pages that does not require reboot.

2. Add countdown timer for upgrade and reboot pages.

Firmware: 1.4B 

FW Date: September 15, 2005

Problem Resolved:

7. Fixed auto channel problem with ETSI mPCI card.

8. Updated FW date.

Firmware: 1.4 

FW Date: July 29, 2005
New features:

6. UPNP support

7. WCN ActiveX support

8. No Reboot feature for some UI pages

9. Wake-on-LAN ALG

Problems Resolved:

9. RTSP ALG with RealPlayer and QuickTime

10. H.323 ALG problem

11. DSL-300T compatibility

12. Port triggers now age-out correctly

13. Virtual server loopback works for all protocols and ALGs

Enhancements:

3. SPI is enabled by default

4. Adaptive Radio and Dynamic Turbo enhancement

5. Live Status Page

6. Improved NAT performance especially for large number of entries

7. Nat hole punching and hairpinning

8. Wi-Fi WPA2 pre-certification

9. Dynamic Turbo mode is the default configuration in the webpage for Radio mode

Firmware: 1.3
FW Date: March 23, 2005
1.  fix:

Doom Server bug has been fixed

2.  change:

Dynamic Turbo mode is the default configuration in the webpage for Radio mode

3.  enhancement:
Atheros Adaptive Radio Support

4.  enhancement:
Support of 11g and 11b clients with Dynamic Turbo

5.  enhancement:
Automatic Channel Selection

6.  enhancement:
Ability to add a second Radius Server as backup is supported

7.  enhancement:
New WAN connections are supported as shown below:




PPTP




L2TP




BigPond

8.  enhancement:
Windows Messenger ALG

9.  enhancement:
Better VoIP device support (SIP ALG improvements)

10. enhancement:
Rate estimation improvements

11. enhancement:
Broadcast IP adress (.255) can be used in Virtual Servers

12. enhancement:
Access control now based on IP or MAC.

13. enhancement:
WPA2 is supported

14. enhancement:
NAT enteries increased to 6000
Firmware: 1.2
FW Date: Feb 1st, 2005
- Automatic Uplink Rate Detection (GameFuel Page)

- Allowing Virtual Servers to be accessed from the LAN using the Router public IP address

- Starcraft Performance Improvement

- Firmware Check Every 7 Days.

- Wi-Fi Compliant

- XBox compliant






